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BEM-VINDO

Os produtos da Raymarine sao concebidos para proporcionar o melhor em informacdo visual de
navegacao e, com um legado de tecnologia maritima alcangado durante 80 anos, somos reconhecidos
atualmente pela facilidade de utilizacdo, design robusto e fiabilidade. Na Raymarine, apostamos na
constante inovacdo, de forma a lhe poder oferecer sensores de elevado desempenho e sistemas de
navegacao inteligente, para que o tempo que passa na agua seja descontraido e divertido.
Estamos comprometidos consigo através de uma garantia lider da industria e uma rede de servicos
a escala mundial. Quer faca pesca, navegue a vela ou em cruzeiro, pode zarpar com a confianca
de ter Raymarine a bordo.
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As informacgdes contidas neste guia de produto, tanto quanto € do nosso conhecimento, estavam corretas a data de impressao.
Contudo, devido a politica de atualizacdo e melhoramento continuo da Raymarine, poderao ser introduzidas alteragées aos precos e
as informacgdes sobre o produto sem aviso prévio. Assim, poderao eventualmente ocorrer diferencas em produtos e precos para 0s
quais a responsabilidade ndo pode ser aceite pela Raymarine
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CARTAS LIGHTHOUSE

As cartas LightHouse trazem um novo nivel de clareza a navegacdo maritima. Criadas a partir de fontes hidrogréficas oficiais,

as cartas LightHouse oferecem mdxima legibilidade, navegacao intuitiva e qualidade superior. Quatro paletas de cores distintas
fornecem as melhores condicdes de visualizagdo possiveis 24 horas por dia e os controlos de carta através de simbolos oferecem

a capacidade de personalizar as cartas de acordo com as suas preferéncias pessoais. Subscreva o LightHouse Charts Premium e
aceda a atualizag®es de cartas continuas, uma biblioteca de pontos de interesse (POI) expandidos e imagens de satélite melhoradas
para uma abordagem poderosa e sofisticada da navegacdo maritima.

ESTILO DE CARTA PROFISSIONAL OU DE RECREIO CONTROLO DE SIMBOLO DE CARTA MELHORADO
Alterne entre o estilo de carta governamental profissional S-52
rica em informacgdes (a esquerda) e o estilo de carta de recreio

LightHouse (a direita) para a sua visualizacao preferida dos
principais dados cartograficos.

Altere o tamanho dos marcadores de canal, pontos de interesse
e outros icones para um controlo completo sobre os detalhes
da carta.
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CARTAS LIGHTHOUSE

NAVEGUE COM UMA VISAO DO MUNDO REAL BIBLIOTECA PONTOS DE INTERESSE EXPANSIVA
Aceda a imagens de satélite de alta resolugdo com o Mapbox Encontre rapidamente marinas locais, postos de abastecimento,
para uma visdo completa das ruas, linhas costeiras e baixios postos de gasolina e muito mais com uma biblioteca Pontos de
para uma tomada de decisdo informada. interesse em constante expansdo com os melhores bancos de

dados marinhos.

MODOS DE COR FLEXIVEIS MANTENHA-SE ATUALIZADO E EXPLORE MAIS
As paletas de cores Dia, Lusco-fusco, Escuro e Sol Brilhante O RayConnect Mobile e a subscricao do LightHouse Premium
ajudam a sua visao a acompanhar as mudangas nas condicdes permitem que atualize as suas cartas e transfira conteudo
de luz para uma visualizacdo nitida e sem esforco da carta. premium utilizando o seu telemaével.
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LIGHTHOUSE 4

O sistema operativo LightHouse™, instalado em cada display Raymarine de chartplotter, coloca-o no comando com um ecra tatil fluido
ou uma experiéncia de utilizador HybridTouch™. O LightHouse permite-lhe navegar com as melhores cartas e torna a navegacgao tdo

simples como usar um smartphone.

Vocé Esta no Comando

O LightHouse 4 € rapido, fluido e facil de
aprender. A interface organizada que podera
facilmente personalizar para adaptar ao seu
estilo de navegacdo. Comece a navegar com a
experiéncia tatil estilo smartphone ou assuma
o comando com o teclado HybridTouch e o
controlo por ecra tatil combinados.

Rede Simplificada

O Axiom, o Axiom Pro e o Axiom XL funcionam
com o sistema operativo LightHouse 4,
permitindo criar sistemas de navegagao com
qualquer combinacdo de display Axiom.
Conecte até 10 displays Axiom.

Expansivel

Expanda qualquer display multifuncdes
através do sistema operativo LightHouse

4 com poderosos sensores, incluindo o
radar Quantum, mdédulos de sonda CHIRP

e camaras de visdo noturna térmica FLIR.

A conectividade SeaTalk™® e NMEA2000
permitem a visualizagdo de dados dos
motores, instrumentos e integragdo com o
Piloto Automatico Evolution. As ligacdes Wi-Fi
e Bluetooth padrao permitem a ligacdo a
aplicacbes da Raymarine, acessorios e muito
mais.
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LIGHTHOUSE 4

O sistema operativo LightHouse 4 alimenta os displays de chartplotters Axiom, Axiom Pro e Axiom XL. As antigas séries eS &

gS da Raymarine também podem ser atualizadas para o LightHouse 3.11 gratuitamente. Algumas funcionalidades avancadas do
LightHouse 4 como o ClearCruise AR, Axiom UAV e aplicac8es LightHouse sdo exclusivas dos displays multifuncdes Axiom. Visite
a pagina raymarine.com/lighthouse para obter mais informacdes e ficar a par das mais recentes atualizagdes de funcionalidades do
LightHouse 4.

Integracao Avancada de Motor

O sistema operativo LightHouse € a sua porta
de entrada para a integracdo do motor. Crie
painéis personalizados, utilizando NMEA2000
ou aproveite a integragao avancada com o
Mercury VesselView e os motores fora de
bordo Yamaha Command Links

Personalizacdao

O ecra inicial do LightHouse 4 disp&e de icones
de aplicacdo arrojados

e simples. Personalize o ecrd inicial com as
suas aplicagdes favoritas. Os perfis de utilizador
do LightHouse 3 guardam o seu ecra inicial e
preferéncias de configuracdo, assim como os
de outros membros da tripulacdo.

Automacado Moderna de Embarcacgdes

O sistema operativo LightHouse coloca-o

no comando total dos sistemas elétricos da
embarcacdo com suporte para os sistemas de
controlo digital CZone, Empirbus e Raymarine
YachtSense. Experimente controlar de forma
simples através de um ecra tatil a iluminacao,
bombas, sistemas AVAC e muito mais a partir de
qualquer lugar a bordo.

Ferramentas de Desempenho de

Vela

Mantenha-se a frente da concorréncia com
as ferramentas de desempenho de vela

do LightHouse 4, incluindo sobreposi¢cdes
Dynamic Layline, que podem ser otimizadas
com as metas de desempenho polares da
sua embarcacdo. A aplicacdo LightHouse
Dashboard oferece ecras graficos especificos
para Dados de Corrida e Vela num formato

Aplicacdes LightHouse

A LightHouse Apps € a biblioteca em expansao

grande, ousado e facil de entender. Uma barra
lateral deslizante de inicio de corrida garante
um acesso rapido a estatisticas criticas de

corrida.

Atualizacdes do SO LightHouse

da Axiom de aplicagcdes maritimas e de
entretenimento. Desfrute de aplicagdes de
entretenimento como a Netflix e o Spotify
ou estabeleca ligacdo a sistemas integrados
como o Lumishore, Victron e Seakeeper. As
aplicagdes LightHouse também o mantém
ligado e informado com suporte para satélite
Mazu, Predict Wind e Theyr weather.

Visite raymarine.com para obter as mais recentes novidades sobre os novos recursos e atualizacdes do LightHouse 4.
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DISPLAYS DE CHARTPLOTTER

OPCOES ELEMENT
Tamanhos de ecra (polegadas) 7/9/12
Brilho 1500 pontos

Display HydroTough com nano-revestimento
Ecra tatil

HybridTouch: Controlos fisicos (botées/mostradores)

Porta do cartdo de dados MicroSD
Normas de Impermeabilizacdo IPX6/7

Recetor de GPS Integrado ([ J
RealVision 3D Apenas Element HV
CHIRP DownVision Apenas Element HV
CHIRP SideVision Apenas Element HV
CHIRP de Alta Frequéncia Element HV e Element S

Sonda de 600 Watt
Sonda RealVision MAX e sonda CHIRP 1 kW

HyperVision Apenas Element HV
SO LightHouse Sport
RayNet Ethernet

UsB

Wi-Fi e Bluetooth Wi-Fi
NMEA0183

NMEA2000 ([ J
SeaTalkN® Através de Adaptador
Montagem Suporte/Superficie
Radar Quantum e Cyclone Apenas Quantum Wi-Fi

Comutacgao Digital

Integracdo com Camara Térmica FLIR

Controlo Piloto Automatico Evolution

Camara de video IP e opcdo de Realidade Aumentada ClearCruise

Suporte para Médulos de Sonda CHIRP externos

Integracéo de Audio Maritimo

Autorouting da Navionics ([ J
Navionics Sonar Chart Live (]
Raymarine Realbathy™ ([ J
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DISPLAYS DE CHARTPLOTTER

A tabela seguinte fornece um guia de comparacdo répida para a gama de displays de charplotter da Raymarine. Para obter mais
informagdes, entre em contacto com o agente local Raymarine ou visite 0 nosso site raymarine.com

AXIOM+ AXIOM 2 PRO AXIOM 2 XL
719/12 9/12/16 16/19/22 /24
1500 e 1800 pontos* 1200 e 1300 pontos 1200, 1275 e 1300 pontos*
[ J o [ J
([ J o [ J
o
MicroSD MicroSD (x2) E necessédrio um leitor de cartdes SD
IPX6/7 IPX6/7 IPX6/7
[ (] [
RV RVM
RV RVM
RV RVM Mddulos de Sonda opcionais RealVision MAX e
RV RVM CHIRP
RV RVM
RVM
LightHouse 3 LightHouse 3 LightHouse 3
[ ] (] [
[ ] (] [
[ ] ([ ] [
Suporte para NMEA 0183 através de Gateway NMEA2000/SeaTalkNG opcional
[ ] ([ ] [
[ ] ([ ] [
Superior, Nivelado, Frontal, Suporte Parte Superior, Frontal, Suporte Nivelado/Superficie
([ J o [ J
([ o [ J
([ J o [ J
([ J o [ J
([ J o [ J
([ J o [ J
([ J o [ J
[ ] (] [
[ ] (] [
[ ] (] [

* O brilho depende do modelo
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ELEMENT" S

Raymarine

i

VELA CRUZEIRO

A gama de displays de navegacdo Element S da-lhe a liberdade de aproveitar as dguas abertas. Selecione o seu destino e deixe

o rapido e preciso GPS/GNSS 10 Hz do Element Ihe indique o caminho. Concebido a pensar na simplicidade e num desempenho
acessivel, o Element S passara rapidamente a ser o seu companheiro de navegacao de confianga. Um processador quad-core
oferece um desempenho responsivo e os ecras visiveis a luz do sol, e em todas as condicdes climaticas do Element fornecem
graficos e dados de navegacao em belas cores. O sistema operacional LightHouse Sport do Element € simples e direto e permite
navegar com confianca. Apds a partida, o Element S ird manté-lo na rota certa com uma lista inteligente de recursos faceis de usar,
como sobreposigdes de alvos AlS, integragcdo com Piloto Automético e ecras de instrumentos de navegacdo. O Element S também é
compativel com o radar Quantum sem fios.

Radar Quantum CHIRP Simples e Direto Desempenho Superior
O Element S ajuda a navegar em vias O Sistema Operativo LightHouse Sport Desfrute do lenddrio desempenho da
maritimas congestionadas com maior do Element foi concebido a pensar nos Raymarine a um preco acessivel com ecrds
consciéncia e confianga, utilizando um navegadores que gostam de manter super-brilhantes de 7, 9 e 12 polegadas para
radar* opcional Quantum CHIRP sem fios da a simplicidade. O Sistema Operativo todas as condig¢des climaticas. O Element
Raymarine ou um recetor de AIS. O Quantum LightHouse Sport e o teclado ergonémico apresenta um rapido processador quad-core,
incorpora a premiada capacidade de radar do Element sdo féceis de personalizar e um para redesenhar cartas rapidamente e obter
de estado sdlido e as sobreposi¢des AlS do botdo de waypoint de grandes dimensdes um desempenho reativo, juntamente com
Element S identificam de forma inteligente os permite a marcagdo rdpida dos seus locais um sensor GPS/GNSS de 10 Hz de precisdo.
alvos que se aproximam. favoritos, além de trés teclas rapidas O Element é suportado por uma garantia de
programaveis pelo utilizador que fornecem trés anos da Raymarine (obriga a registo do
acesso as suas paginas favoritas com o produto).
*O Element s6 € compativel com os modelos toque de um botao.

de radar Quantum Wi-Fi.
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ELEMENT" S

‘ ARTIGO N.° | DESCRICAO

Element - S

ELEMENT 7 S

E70531 Element 7 S - 7" Chart Plotter with Wi-Fi & GPS, No Chart & No Transducer

E70531-00-NEU | Element 7 S - 7" Chart Plotter with Wi-Fi & GPS, Northern European LightHouse Chart & No Transducer

E70531-00-WEU | Element 7 S - 7" Chart Plotter with Wi-Fi & GPS, Western European LightHouse Chart & No Transducer

E70531-00-MED | Element 7 S - 7" Chart Plotter with Wi-Fi & GPS, Mediterranean LightHouse Chart & No Transducer

ELEMENT 9 S

E70533 Element 9 S - 9" Chart Plotter with Wi-Fi & GPS, No Chart & No Transducer

E70533-00-NEU | Element 9 S - 9” Chart Plotter with Wi-Fi & GPS, Northern European LightHouse Chart & No Transducer

E70533-00-WEU | Element 9 S - 9" Chart Plotter with Wi-Fi & GPS, Western European LightHouse Chart & No Transducer

E70533-00-MED | Element 9 S - 9” Chart Plotter with Wi-Fi & GPS, Mediterranean LightHouse Chart & No Transducer

ELEMENT 12 S

E70535 Element 12 S - 12" Chart Plotter with Wi-Fi & GPS, No Chart & No Transducer

E70535-00-NEU | Element 12 S -12" Chart Plotter with Wi-Fi & GPS, Northern European LightHouse Chart & No Transducer

E70535-00-WEU | Element 12 S -12" Chart Plotter with Wi-Fi & GPS, Western European LightHouse Chart & No Transducer

E70535-00-MED | Element 12 S -12" Chart Plotter with Wi-Fi & GPS, Mediterranean LightHouse Chart & No Transducer

ELEMENT S — TRANSDUCERS

E70342 CPT-S Plastic Conical HIGH CHIRP Transom Mount Transducer, 10m

A80691 CPT-8 Plastic Conical HIGH CHIRP In-Hull Transducer, 0/12/20° fitting options with 6m cable
E70339 CPT-S Plastic Conical HIGH CHIRP Through Hull 0° Angled Element Transducer, 10m
A80448 CPT-S Plastic Conical HIGH CHIRP Through Hull 12° Angled Element Transducer, 10m
A80447 CPT-S Plastic Conical HIGH CHIRP Through Hull 20° Angled Element Transducer, 10m
A80446 CPT-S Bronze Conical HIGH CHIRP Through Hull 0° Angled Element Transducer, 10m
E70340 CPT-S Bronze Conical HIGH CHIRP Through Hull 12° Angled Element Transducer, 10m
E70341 CPT-S Bronze Conical HIGH CHIRP Through Hull 20° Angled Element Transducer, 10m
A80363 CPT-8 Trolling Motor Mounting Kit

ACCESSORIES

A80553 Element 7" Surface Mount Kit

A80554 Element 9" Surface Mount Kit

A80555 Element 12" Surface Mount Kit

R70647 Element 7" Trunnion Kit

R70648 Element 9" Trunnion Kit

R70649 Element 12" Trunnion Kit

R70727 Element 7" Sun Cover

R70728 Element 9" Sun Cover

R70729 Element 12" Sun Cover

R70523 Element / AXIOM / AXIOM+ Power Cable 1.5m Straight with NMEA 2000 Connector
R70496 CPT-S Transom Bracket with Hardware

A80273 Transducer Extension for CPT-S, CPT100, CPT110 & CPT120 (4m cable)
CARTOGRAPHY

R70794-1GB LightHouse Chart (preloaded with UK & Ireland charts) on 32Gb micro SD card

R70794-NEU LightHouse Chart (preloaded with Northern Europe charts) on 32 Gb micro SD card

R70794-WEU LightHouse Chart (preloaded with Western Europe charts) on 32 Gb micro SD card

R70794-MED LightHouse Chart (preloaded with Mediterranean region charts) on 32 Gb micro SD card

A80728 Navionics+ Blank puSD card for Regional Chart Download
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ELEMENT® HV
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PESCA DE AGUA DOCE E PESCA COSTEIRA

Criado para pescadores que querem estar um passo a frente, a Element oferece a visao mais nitida do mundo subaquatico com a
sonda de alta resolucdo de 1,2 megahertz HyperVision™. O HyperVision leva a sonda DownVision, SideVision e RealVision 3D da
Raymarine ao proximo nivel no que diz respeito a imagens de precisdo e identificagdo de peixe, permitindo que veja estruturas,
vegetacdo e peixes com uma nitidez realista.

Operacdo Simples e Rapida
O sistema operacional LightHouse
Sport da Element com controlo

de teclado intuitivo permite que
marque rapidamente os locais de
pesca e aceda as suas paginas
preferidas com um simples toque
num botdo. O desempenho quad-
core oferece uma redefinicéo
imediata de cartas, imagens 3D
nitidas e um tempo de resposta
rapido quando na agua.

Transdutor Tudo-em-Um

O transdutor HV-100.02 compacto
é simples de instalar e suporta
RealVision 3D, DownVision,
SideVision, CHIRP de alta
frequéncia e HyperVision de 1,2
MHz. Um sensor de temperatura
de dgua de alta precisdo de série
e 0 HV100.02 pode ser convertido
para aplicacdo em painel de

popa ou em motor elétrico. Estdo
disponiveis também versdes passa
casco.

Veja mais com a Sonda de
Precisdo

HyperVision™ de 1,2 megahertz
da Element eleva a sonda a um
novo nivel de precisdo. Com

a HyperVision do Element, os
modos DownVision, SideVision
ou o deslumbrante RealVision
3D, permitem-lhe ver estruturas
e captar peixe com uma nitidez
realista, ajudando-o a ver e

a apanhar o que os outros
pescadores ndo conseguem.

Todos os Melhores Mapas

O poderoso plotter cartogréfico
da Element suporta cartas
Raymarine LightHouse, Navionics,
C-MAP, mapeamento padrédo,
mapeamento CMOR e muitos
outros editores. Crie cartas
batimétricas personalizadas em
tempo real, utilizando o novo
RealBathy ™ ou o Navionics
SonarChart Live da Raymarine.
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ELEMENT® HV

‘ ARTIGO N.°

DESCRIGAO

Element - HV

ELEMENT 7 HYPERVISION

E70532 Element 7 HV- 7" Chart Plotter with CHIRP Sonar, HyperVision, Wi-Fi & GPS, No Chart & No Transducer
E70644-05 Element 7 HV - 7 Chart Plotter with CHIRP Sonar, HyperVision, Wi-Fi, GPS, HV-100+ transducer, No Chart
E70644-05-NEU | Element 7 HV - 7" Chart Plotter with CHIRP Sonar, HyperVision, Wi-Fi, GPS, HV-100+ transducer with Northern European LightHouse Chart

E70644-05-WEU

Element 7 HV - 7" Chart Plotter with CHIRP Sonar, HyperVision, Wi-Fi, GPS, HV-100+ transducer with Western European LightHouse Chart

E70644-05-MED

Element 7 HV - 7" Chart Plotter with CHIRP Sonar, HyperVision, Wi-Fi, GPS, HV-100+ transducer with Mediterranean LightHouse Chart

ELEMENT 9 HYPERVISION

E70534

Element 9 HV - 9” Chart Plotter with CHIRP Sonar, HyperVision, Wi-Fi & GPS, No Chart & No Transducer

E70645-05

Element 9 HV - 9" Chart Plotter with CHIRP Sonar, HyperVision, Wi-Fi, GPS, HV-100+ transducer, No Chart

E70645-05-NEU

Element 9 HV - 9” Chart Plotter with CHIRP Sonar, HyperVision, Wi-Fi, GPS, HV-100+ transducer with Northern European LightHouse Chart

E70645-05-WEU

Element 9 HV - 9" Chart Plotter with CHIRP Sonar, HyperVision, Wi-Fi, GPS, HV-100+ transducer with Western European LightHouse Chart

E70645-05-MED

Element 9 HV - 9" Chart Plotter with CHIRP Sonar, HyperVision, Wi-Fi, GPS, HV-100+ transducer with Mediterranean LightHouse Chart

ELEMENT 12 HYPERVISION

E70536

Element 12 HV - 12" Chart Plotter with CHIRP Sonar, HyperVision, Wi-Fi & GPS, No Chart & No Transducer

E70646-05

Element 12 HV - 12" Chart Plotter with CHIRP Sonar, HyperVision, Wi-Fi, GPS, HV-100+ transducer, No Chart

E70646-05-NEU

Element 12 HV - 12" Chart Plotter with CHIRP Sonar, HyperVision, Wi-Fi, GPS, HV-100+ transducer with Northern European LightHouse Chart

E70646-05-WEU

Element 12 HV - 12" Chart Plotter with CHIRP Sonar, HyperVision, Wi-Fi, GPS, HV-100+ transducer with Western European LightHouse Chart

E70646-05-MED

Element 12 HV - 12" Chart Plotter with CHIRP Sonar, HyperVision, Wi-Fi, GPS, HV-100+ transducer with Mediterranean LightHouse Chart

ELEMENT HYPERVISION — TRANSDUCERS

E70643 HV-100+ HyperVision Plastic Transom Transducer with 6m cable

A80604 HV-300 HyperVision Plastic Through Hull Transducer, 6m cable with fairing block to be cut from 0-25°
T70448 Pair of HV-300 HyperVision Plastic Through Hull Transducers with fairing block to be cut from 0-25° including Y-Cable and 4m-extension cable
R70725 HV-300 HyperVision Plastic Through Hull PORT Transducer with fairing block to be cut from 0-25°
R70726 HV-300 HyperVision Plastic Through Hull STARBOARD Transducer with fairing block to be cut from 0-25°
A80605 HyperVision TH Split Ducer Y-Cable 0.5M HV-300 HyperVision Split Transducer Y-Cable (0.5m)
R70651 HV-100 Transom Transducer Bracket

A80562 HyperVision Transducer Extension Cable 4M

A80606 Adapter for MotorGuide Transducer

A80557 HV-100 Trolling Motor Mount

A80558 Adapter Cable for Dragonfly Green Connector (10-pin) to Element HV (15-pin)

A80559 Adapter Cable for CPT-S/DVS (9-pin) to Element HV (15-pin)

A80560 Adapter Cable for MinnKota Transducer to Element HV (15-pin)

R70741 HV-300 Fairing Block

ACCESSORIES

AB0553 Element 7" Surface Mount Kit

AB80554 Element 9" Surface Mount Kit

A80555 Element 12" Surface Mount Kit

R70647 Element 7" Trunnion Kit

R70648 Element 9" Trunnion Kit

R70649 Element 12" Trunnion Kit

R70727 Element 7" Sun Cover

R70728 Element 9" Sun Cover

R70729 Element 12" Sun Cover

R70523 Element / AXIOM / AXIOM+ Power Cable 1.5m Straight with NMEA 2000 Connector
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ELEMENT HV

ARTIGO N.° | DESCRIGAO

CARTOGRAPHY

R70794-1GB LightHouse Chart (preloaded with UK & Ireland charts) on 32Gb micro SD card

R70794-NEU LightHouse Chart (preloaded with Northern Europe charts) on 32 Gb micro SD card

(
R70794-WEU LightHouse Chart (preloaded with Western Europe charts) on 32 Gb micro SD card
R70794-MED LightHouse Chart (preloaded with Mediterranean region charts) on 32 Gb micro SD card

A80728 Navionics+ Blank uSD card for Regional Chart Download

ICE FISHING ACCESSORIES

A80581 Raymarine Element Ice Fishing Kit (Bag, Battery, Charger, Mount, Transducer & Float)
AB0583 CPT-S Plastic Conical HIGH CHIRP Ice Transducer for Element HV with 2.5m cable
R70724 Element Ice Fishing Power Cable 300mm

ELEMENT 7/9/12 : NA CAIXA

Monitor Element S

Junta de montagem em superficie

Capa de protecdo solar

Puxadores do munhdo 2x

Pacote de documentacdo

Suporte do munhdo

FixacGes de aco inoxiddvel de montagem em superficie x4
(parafuso de maquina M4x40, anilha plana M4, porca de
bloqueio M4)

8. Cabo de alimentacao/NMEA2000 (inclui cabo de alimentacao
de 1,5m e cabo NMEA2000 de 0,5m).
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DRAGONFLY

‘ ARTIGO N.° | DESCRIGAO
Dragonfly
DRAGONFLY 5
E70293 ‘ Dragonfly 5Pro 5” Sonar GPS with CHIRP DownVision & CPT-DVS Transom Mount Transducer, No Chart
DRAGONFLY 7
E70320 ‘ Dragonfly 7Pro 7" Sonar GPS with CHIRP DownVision & CPT-DVS Transom Mount Transducer, No Chart
DRAGONFLY TRANSDUCERS
R70373 CPT-DV Transducer, for Dragonflys with yellow locking collar & 4m cable
R70374 CPT-DVS Transducer, for Dragonflys with green locking collar and 6m cable
AB0545 CPT-S Plastic Conical HIGH CHIRP Through Hull 20° Angled Element Transducer for Dragonfly
A80278 CPT-70 Plastic Through Hull Chirp Transducer, Depth & Temp, Dragonfly only (10m cable)
A80349 CPT-80 Bronze Through Hull Chirp Transducer with High Speed Fairing, Depth & Temp, Dragonfly only (10m cable)
DRAGONFLY ACCESSORIES
AB0366 Dragonfly 4 & 5 Flush Mounting Kit
A80367 Sun Cover for Wi-Fish, Dragonfly 4 & 5 when flush mounted
R70375 Dragonfly 4, 5 & 7 Mounting Bracket
A80371 Sun Cover for Wi-Fish, Dragonfly 4 & 5 when bracket mounted
A80347 Dragonfly-7 Pro Flush Mounting Kit
A80348 Sun Cover for Dragonfly 7 when flush mounted
A80372 Sun Cover for Dragonfly 7 when bracket mounted
A80329 CPT-80/CPT-120 High Speed Fairing
A80312 CPT-DV / CPT-DVS Extension cable 4m (Green / Yellow locking collar)
A80207 Dragonfly Trolling Motor Mount
A80330 CPT-DV / CPT-DVS / CPT-100DVS Trolling Motor Mount
R70439 CPT-DV / CPT-DVS Transom Mount Kit
A80332 Dragonfly 4/5/6/7 adaptor for CPT-60/70/80 (Green / Yellow locking collar)
A80331 Dragonfly 6 & 7 CPT-DV / CPT-DVS Adaptor Cable
R70376 Dragonfly 5m Power cable 1.5m
ICE FISHING ACCESSORIES
A80580 Raymarine Dragonfly Ice Fishing Kit (Bag, Battery, Charger, Mount, Transducer & Float)
A80582 CPT-S Plastic Conical HIGH CHIRP Ice Transducer for Dragonfly with 2.5m cable (Green Collar)
CARTOGRAPHY
A80728 Navionics+ Blank uSD card for Regional Chart Download
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VELA

CRUZEIRO

77 )

PESCA

O Axiom+ ajustado ao desempenho € uma nova geracao de displays premiados de chartplotter da Raymarine. Otimizado para
velocidade, o Axiom+ esta equipado com um poderoso processador de quatro ndcleos para uma resposta e velocidade lideres da
industria, oferecendo-lhe o poder de redesenhar gréficos perfeitamente, navegar com realidade aumentada e experimentar o modo

de sonda RealVision 3D.

Rapido e fluido

Redesenho de cartas fluido e
rapido dos novos LightHouse
Charts da Raymarine, para além de
Navionics e C-MAP.

SO LightHouse 4

O Sistema Operativo LightHouse

4 ¢ inteligente e intuitivo e torna a

navegacdo mais facil.

Quad-Core Power

Um potente processador
quad-core, além de maior
armazenamento integrado para
dados pessoais e aplicagoes.

Realidade aumentada

O ClearCruise™ oferece uma
capacidade de realidade

aumentada para decisdes de
navegacdo mais inteligentes.

Ecra HydroTough™

O ecré de vidro nano-revestido

e resistente a impactos repele
agua, 6leo e manchas para melhor
visualizagdo e controlos tateis
precisos.

Mais brilhante

Os displays Axiom+ 7,9 e

12 polegadas para todas as
condicdes climatéricas sdo 25%
mais brilhantes (até 1800 nits) do
que os modelos Axiom originais.

Mais nitido

A tecnologia de display IPS
oferece angulos de visdo mais
amplos e um contraste nitido com
o dobro da resolugdo dos displays
tradicionais.

Sonda 3D Incorporada

Disponivel com sonda RealVision
3D integrada para a visao

mais abrangente do mundo
subaquatico.
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‘ ARTIGO N.°

DESCRIGAO

AXIOM+ Chartplotter Only

AXIOM+ 7 CHARTPLOTTER

E70634

AXIOM+ 7, Multi-function 7” Display

E70634-00-NEU

AXIOM+ 7, Multi-function 7” Display with Northern European LightHouse Chart

E70634-00-WEU

AXIOM+ 7, Multi-function 7” Display with Western European LightHouse Chart

E70634-00-MED

AXIOM+ 7, Multi-function 7" Display with Mediterranean LightHouse Chart

AXIOM+ 9 CHARTPLOTTER

E70636

AXIOM+ 9, Multi-function 9" Display

E70636-00-NEU

AXIOM+ 9, Multi-function 9” Display with Northern European LightHouse Chart

E70636-00-WEU

AXIOM+ 9, Multi-function 9" Display with Western European LightHouse Chart

E70636-00-MED

AXIOM+ 9, Multi-function 9" Display with Mediterranean LightHouse Chart

AXIOM+ 12

CHARTPLOTTER

E70638

AXIOM+ 12, Multi-function 12" Display

E70638-00-NEU

AXIOM+ 12, Multi-function 12" Display with Northern European LightHouse Chart

E70638-00-WEU

AXIOM+ 12, Multi-function 12" Display with Western European LightHouse Chart

E70638-00-MED

AXIOM+ 12, Multi-function 12" Display with Mediterranean LightHouse Chart

AXIOM+ RV Chartplotter with RealVision 3D

AXIOM+ 7 REALVISION 3D

E70635

AXIOM+ 7 RV, Multi-function 7" Display with integrated RealVision 3D, 600W Sonar, no transducer

E70635-00-NEU

AXIOM+ 7 RV, Multi-function 7" Display with integrated RealVision 3D, 600W Sonar, no transducer with Northern European LightHouse Chart

E70635-00-WEU

AXIOM+ 7 RV, Multi-function 7" Display with integrated RealVision 3D, 600W Sonar, no transducer with Western European LightHouse Chart

E70635-00-MED

AXIOM+ 7 RV, Multi-function 7" Display with integrated RealVision 3D, 600W Sonar, no transducer with Mediterranean LightHouse Chart

E70635-03

AXIOM+ 7 RV, Multi-function 7" Display with integrated RealVision 3D,600W Sonar with RV-100 transducer

E70635-03-NEU

AXIOM+ 7 RV, Multi-function 7” Display with integrated RealVision 3D,600W Sonar with RV-100 transducer with Northern European LightHouse Chart

E70635-03-WEU

AXIOM+ 7 RV, Multi-function 7" Display with integrated RealVision 3D,600W Sonar with RV-100 transducer with Western European LightHouse Chart

E70635-03-MED

AXIOM+ 7 RV, Multi-function 7" Display with integrated RealVision 3D,600W Sonar with RV-100 transducer with Mediterranean LightHouse Chart

AXIOM+ 9 REALVISION 3D

E70637

AXIOM+ 9 RV, Multi-function 9" Display with integrated RealVision 3D, 600W Sonar, no transducer

E70637-00-NEU

AXIOM+ 9 RV, Multi-function 9" Display with integrated RealVision 3D, 600W Sonar, no transducer with Northern European LightHouse Chart

E70637-00-WEU

AXIOM+ 9 RV, Multi-function 9" Display with integrated RealVision 3D, 600W Sonar, no transducer with Western European LightHouse Chart

E70637-00-MED

AXIOM+ 9 RV, Multi-function 9" Display with integrated RealVision 3D, 600W Sonar, no transducer with Mediterranean LightHouse Chart

E70637-03

AXIOM+ 9 RV, Multi-function 9" Display with integrated RealVision 3D,600W Sonar with RV-100 transducer

E70637-03-NEU

AXIOM+ 9 RV, Multi-function 9" Display with integrated RealVision 3D,600W Sonar with RV-100 transducer with Northern European LightHouse Chart

E70637-03-WEU

AXIOM+ 9 RV, Multi-function 9" Display with integrated RealVision 3D,600W Sonar with RV-100 transducer with Western European LightHouse Chart

E70637-03-MED

AXIOM+ 9 RV, Multi-function 9" Display with integrated RealVision 3D,600W Sonar with RV-100 transducer with Mediterranean LightHouse Chart

AXIOM+ 12

REALVISION 3D

E70639

AXIOM+ 12 RV, Multi-function 12" Display with integrated RealVision 3D, 600W Sonar, no transducer

E70639-00-NEU

AXIOM+ 12 RV, Multi-function 12" Display with integrated RealVision 3D, 00W Sonar, no transducer with Northern European LightHouse Chart

E70639-00-WEU

AXIOM+ 12 RV, Multi-function 12" Display with integrated RealVision 3D, 600W Sonar, no transducer with Western European LightHouse Chart

E70639-00-MED

AXIOM+ 12 RV, Multi-function 12" Display with integrated RealVision 3D, 600W Sonar, no transducer with Mediterranean LightHouse Chart

E70639-03

AXIOM+ 12 RV, Multi-function 12" Display with integrated RealVision 3D,600W Sonar with RV-100 transducer

E70639-03-NEU

AXIOM+ 12 RV, Multi-function 12" Display with integrated RealVision 3D,600W Sonar with RV-100 transducer with Northern European LightHouse Chart

E70639-03-WEU

AXIOM+ 12 RV, Multi-function 12" Display with integrated RealVision 3D,600W Sonar with RV-100 transducer with Western European LightHouse Chart

E70639-03-MED

AXIOM+ 12 RV, Multi-function 12" Display with integrated RealVision 3D,600W Sonar with RV-100 transducer with Mediterranean LightHouse Chart
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AXIOM & AXIOM + Accessories
CARTOGRAPHY

R70794-1GB LightHouse Chart (preloaded with UK & Ireland charts) on 32Gb micro SD card
R70794-NEU LightHouse Chart (preloaded with Northern Europe charts) on 32 Gb micro SD card
R70794-WEU LightHouse Chart (preloaded with Western Europe charts) on 32 Gb micro SD card
R70794-MED LightHouse Chart (preloaded with Mediterranean region charts) on 32 Gb micro SD card
A80728 Navionics+ Blank pSD card for Regional Chart Download
ACCESSORIES

T70293 System Remote Control Keypad (RMK-10) Portrait & Landscape

A80585 Bulkhead Mount micro SD Card Reader with 1m Cable

A80440 Bulkhead Mount SD Card Reader and USB Socket with 1m Cable

A80630 Bulkhead Mount Micro USB Socket with 1m cable for DJI Drones only

E70310 Raystar 150 10Hz GPS/Glonass antenna (STng)

A80370 Pole Mount for R§150 GPS Antenna / Micro-Talk Puck

T70327 Raystar 150 10Hz GPS/Glonass antenna (STng) with Pole Mount

A80437 RS150/MicroTalk Puck Clamshell Riser Mounting Kit

A80007 HS-5 Network Switch (Raynet)

A80731 RNS5 Gigabit Raynet Network Switch

R70615 Spare RealVision 25-pin Locking Collar Kit

SUNCOVERS

R70525 AXIOM 7 / AXIOM + 7 Suncover when Trunnion Mounted

A80499 AXIOM 7 / AXIOM + 7 Suncover when using Front Mounting Kit

R70527 AXIOM 7 / AXIOM+ 7 Suncover when Rear Mounted (Surface)

A80501 AXIOM 9/ AXIOM+ 9 Suncover when using Front Mounting Kit

R70530 AXIOM 9/ AXIOM+ 9 Suncover when Trunnion or Surface Mounted

A80503 AXIOM 12 / AXIOM+ 12 Suncover when using Front Mounting Kit

R70533 AXIOM 12 / AXIOM+ 12 Suncover when Trunnion or Surface Mounted
TRUNNION MOUNTING KITS

R70524 Metal Trunnion Mounting Kit for AXIOM 7 / AXIOM+ 7

R70529 Metal Trunnion Mounting Kit for AXIOM 9 / AXIOM+ 9

R70532 Metal Trunnion Mounting Kit for AXIOM 12 / AXIOM+ 12

AXIOM FRONT MOUNT ACCESSORIES

A80498 Front Mounting Kit for AXIOM 7 / AXIOM+ 7 (including Sun Cover)

A80500 Front Mounting Kit for AXIOM 9 / AXIOM+ 9 (including Sun Cover)

A80502 Front Mounting Kit for AXIOM 12 / AXIOM+ 12 (including Sun Cover)
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REAR MOUNTING KITS

R70528 Rear Mounting Kit for AXIOM 7 / AXIOM+ 7 (Incl. Rear Brackets, Bolts and Thumbnuts)
R70531 Rear Mounting Kit for AXIOM 9 / AXIOM+ 9 (Incl. Rear Brackets, Bolts and Thumbnuts)
R70534 Rear Mounting Kit for AXIOM 12 / AXIOM+ 12 (Incl. Rear Brackets, Bolts and Thumbnuts)
POWER CABLES

R70561 Element / AXIOM / AXIOM+ Power Cable 1.5m Right Angled with NMEA 2000 Connector
R70523 Element / AXIOM / AXIOM+ Power Cable 1.5m Straight with NMEA 2000 Connector
ADAPTOR PLATES

A80524 Adaptor Plate to fit AXIOM 7 / AXIOM+ 7 into e7 size cutout

A80526 Adaptor Plate to fit AXIOM 9 / AXIOM+ 9 into a9 size cutout

A80525 Adaptor Plate to fit AXIOM 9 / AXIOM+ 9 into C70 size cutout

A80564 Adaptor Plate to fit AXIOM 9 / AXIOM+ 9 into C80/E80 size cutout

A80528 Adaptor Plate to fit AXIOM 12 / AXIOM+ 12 into 12 size cutout

AB0527 Adaptor Plate to fit AXIOM 12 / AXIOM+ 12 into a12 size cutout

A80529 Adaptor Plate to fit AXIOM 12 / AXIOM+ 12 into C120/E120 Classic size cutout

PODS

A80103 Deck Pod - to 9" displays (white)

A80104 Deck Pod - to 12" displays (white)

A80112 Helm Pod - to 9" displays (white)

A80113 Helm Pod - to 12" displays (white)
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AXIOM+ 7 AXIOM+ 9 AXIOM+ 12
mm in mm in mm in
A 2504 9.86 265.03 10.43 314 12.36
B 133 5.24 15778 6.21 217 8.54
Cc 162.5 6.4 187.8 7.39 226.8 8.93
D 76.4 3.0 76.71 3.02 76.20 3.0
E 218 8.59 170 6.69 180 7.08
E
\4 A ;\
A
AXIOM 12
E AXIOM 7/9




AXIOM+ 7: NA CAIXA
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DMF (fornecido com o adaptador de munhd&o instalado)
Suporte do munhao

Puxadores do munhdo 2x

Capa de protecdo solar — montagem do munh&o

Junta de montagem em painel para montagem a superficie/
encastrada

Parafusos roscados M5x58 4x

Porcas M5 4x

Pacote de documentacao

Cabo adaptador DeviceNet para SeaTalkN® 120 mm (4,7 pol.)
Cabo de alimenta¢cdo/NMEA 2000 (com cabo de alimentacéo
de 1,5m e cabo NMEA 2000 de 0,5m.
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10.

1.

DMF

Suporte do munh&o

Puxadores do munhé&o 2x

Capa de protecao solar

Junta de montagem em painel para montagem a superficie/
encastrada

Suportes de montagem traseira: (a) fornecido com DMF de 9"
(b) fornecido com DMF de 12"

Pacote de documentacdo

Parafusos roscados M5x58 4x

Porcas M5 4x

Cabo adaptador DeviceNet para SeaTalkN® 120 mm (4,7 pol.)
Cabo de alimentagdo/NMEA 2000 (com cabo de alimentacdo
de 1,5m e cabo NMEA 2000 de 0,5m.
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| ° )
NOVO VELA CRUZEIRO / BARCOS DE PESCA EM
SERVICO / AUTORIDADES ALTO-MAR

O nosso mais poderoso Axiom de sempre, o Axiom 2 Pro, & atualizado com processadores mais rdpidos, displays superiores, ergonomia
melhorada e o incrivelmente intuitivo sistema operativo LightHouse 4. Comece com maior rapidez e confianca com o HybridTouch™

do Axiom 2 Pro — uma experiéncia simples de ecra tatil, além dum controlo confidvel de teclado. Os dois chartplotters Pro da Axiom 2
possuem sondas CHIRP de amplo espetro integradas para pesca e navegacdo. Escolha os modelos Axiom 2 Pro S com um Unico canal
de sonda High CHIRP, ou leve a sua pesca ao maximo com os modelos Axiom 2 Pro RVM, com tecnologia de sonda de kW CHIRP e
RealVision MAX.

Mais poténcia

Comece mais répido com o processador de 6 nticleos do Navegue com Inteligéncia

Axiom 2 Pro. Chartplotter, sonda, radar, piloto automatico e video integrados
com o intuitivo sistema operativo LightHouse 4.

HybridTouch

Planeie e trace o seu rumo com o controlo tétil fluido e assuma Brilho Automatico de Display

o comando com um controlo de teclado fidvel quando o mar Um sensor de luz ambiente ajusta automaticamente o brilho do

estiver agitado. display para as condi¢des de iluminacao diurna e noturna.

Personalizar Ligue em rede como um profissional

Um teclado intercambidvel oferece-lhe a opg&o por controlos Crie um sistema com vdrios displays Axiom e opcOes de video

de piloto automatico ou teclas programaveis pelo utilizador. expandidas, incluindo a saida HDMI para displays remotos e

televis@es.
Encontre Mais Peixe com o RealVision MAX.
O RealVision MAX atualiza o DownVision, o SideVision e sonda
3D com um maior alcance, melhor resolugao e ecos de peixe
mais nitidos.

Displays HydroTough

Pensado para um desempenho em ambientes extremos. A
tecnologia de nano-revestimento HydroTough™ repele a dgua
para um controlo tatil fiavel e oferece cores melhoradas e
visibilidade sob luz solar.
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AXIOM2 Pro S

AXIOM2 Pro 9 S

E70653

AXIOM2 Pro 9 S, HybridTouch 9” Multi-function Display with integrated High CHIRP Conical Sonar for CPT-S

E70653-00-NEU

AXIOM2 Pro 9 S, HybridTouch 9” Multi-function Display with integrated High CHIRP Conical Sonar for CPT-S and Northern European LightHouse Chart

E70653-00-WEU

AXIOM2 Pro 9 S, HybridTouch 9” Multi-function Display with integrated High CHIRP Conical Sonar for CPT-S and Western European LightHouse Chart

E70653-00-MED

AXIOM2 Pro 9 S, HybridTouch 9" Multi-function Display with integrated High CHIRP Conical Sonar for CPT-S and Mediterranean LightHouse Chart

AXIOM2 Pro 12 S

E70655

AXIOM2 Pro 12 S, HybridTouch 12" Multi-function Display with integrated High CHIRP Conical Sonar for CPT-S

E70655-00-NEU

AXIOM2 Pro 12 S, HybridTouch 12" Multi-function Display with integrated High CHIRP Conical Sonar for CPT-S and Northern European LightHouse Chart

E70655-00-WEU

AXIOM2 Pro 12 S, HybridTouch 12" Multi-function Display with integrated High CHIRP Conical Sonar for CPT-S and Western European LightHouse Chart

E70655-00-MED

AXIOM2 Pro 12 S, HybridTouch 12" Multi-function Display with integrated High CHIRP Conical Sonar for CPT-S and Mediterranean LightHouse Chart

AXIOM2 Pro 16 S

E70657

AXIOM2 Pro 16 S, HybridTouch 16" Multi-function Display with integrated High CHIRP Conical Sonar for CPT-S

E70657-00-NEU

AXIOM2 Pro 16 S, HybridTouch 16" Multi-function Display with integrated High CHIRP Conical Sonar for CPT-S and Northern European LightHouse Chart

E70657-00-WEU

AXIOM2 Pro 16 S, HybridTouch 16" Multi-function Display with integrated High CHIRP Conical Sonar for CPT-S and Western European LightHouse Chart

E70657-00-MED

AXIOM2 Pro 16 S, HybridTouch 16” Multi-function Display with integrated High CHIRP Conical Sonar for CPT-S and Mediterranean LightHouse Chart

AXIOM2 Pro RVM

AXIOM2 Pro 9 RVM

E70654

AXIOM2 Pro 9 RVM, HybridTouch 9” Multi-function Display with integrated 1kW Sonar, DV, SV and RealVision 3D Sonar

E70654-00-NEU

AXIOM2 Pro 9 RVM, HybridTouch 9” Multi-function Display with integrated 1kW Sonar, DV, SV, RealVision 3D Sonar and Northern European LightHouse Chart

E70654-00-WEU

AXIOM2 Pro 9 RVM, HybridTouch 9” Multi-function Display with integrated 1kW Sonar, DV, SV, RealVision 3D Sonar and Western European LightHouse Chart

E70654-00-MED

AXIOM2 Pro 9 RVM, HybridTouch 9" Multi-function Display with integrated 1kW Sonar, DV, SV, RealVision 3D Sonar and Mediterranean LightHouse Chart

AXIOM2 Pro 12 RVM

E70656

AXIOM2 Pro 12 RVM, HybridTouch 12" Multi-function Display with integrated 1kW Sonar, DV, SV and RealVision 3D Sonar

E70656-00-Neu

AXIOM2 Pro 12 RVM, HybridTouch 12" Multi-function Display with integrated 1kW Sonar, DV, SV, RealVision 3D Sonar and Northern European LightHouse Chart

E70656-00-WEU

AXIOM2 Pro 12 RVM, HybridTouch 12" Multi-function Display with integrated 1kW Sonar, DV, SV, RealVision 3D Sonar and Western European LightHouse Chart

E70656-00-MED

AXIOM2 Pro 12 RVM, HybridTouch 12" Multi-function Display with integrated 1kW Sonar, DV, SV, RealVision 3D Sonar and Mediterranean LightHouse Chart

AXIOM2 Pro 16 RVM

E70658

AXIOM2 Pro 16 RVM, HybridTouch 16” Multi-function Display with integrated 1kW Sonar, DV, SV and RealVision 3D Sonar

E70658-00-NEU

AXIOM2 Pro 16 RVM, HybridTouch 16" Multi-function Display with integrated 1kW Sonar, DV, SV and RealVision 3D Sonar and Northern European LightHouse Chart

E70658-00-WEU

AXIOM2 Pro 16 RVM, HybridTouch 16" Multi-function Display with integrated 1kW Sonar, DV, SV and RealVision 3D Sonar and Western European LightHouse Chart

E70658-00-MED

AXIOM2 Pro 16 RVM, HybridTouch 16” Multi-function Display with integrated 1kW Sonar, DV, SV and RealVision 3D Sonar and Mediterranean LightHouse Chart

AXIOM & AXIOM Pro Accessories

CARTOGRAPHY

R70794-1GB LightHouse Chart (preloaded with UK & Ireland charts) on 32Gb micro SD card
R70794-NEU LightHouse Chart (preloaded with Northern Europe charts) on 32 Gb micro SD card
R70794-WEU LightHouse Chart (preloaded with Western Europe charts) on 32 Gb micro SD card
R70794-MED LightHouse Chart (preloaded with Mediterranean region charts) on 32 Gb micro SD card
A80728 Navionics+ Blank uSD card for Regional Chart Download
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ACCESSORIES

T70293 System Remote Control Keypad (RMK-10) Portrait & Landscape
AB0585 Bulkhead Mount micro SD Card Reader with 1m Cable

A80440 Bulkhead Mount SD Card Reader and USB Socket with 1m Cable
A80630 Bulkhead Mount Micro USB Socket with 1m cable for DJI Drones only
AB80288 GA150 GPS & Glonass antenna (a9, a12, €S9, eS12, AXIOM Pro & AXIOM XL direct connection only)
AB0584 GA200 GPS & Glonass antenna (a9, a12, €S9, eS12, AXIOM Pro & AXIOM XL direct connection only)
E70310 Raystar 150 10Hz GPS/Glonass antenna (STng)

A80370 Pole Mount for R§150 GPS Antenna / Micro-Talk Puck

T70327 Raystar 150 10Hz GPS/Glonass antenna (STng) with Pole Mount
A80437 RS150/MicroTalk Puck Clamshell Riser Mounting Kit

A80007 HS-5 Network Switch (Raynet)

A80731 RNS5 Gigabit Raynet Network Switch

R70615 Spare RealVision 25-pin Locking Collar Kit

AB0644 Airmar Embedded Transducer Junction Box

SUNCOVERS

A80534 AXIOM 9 Pro Silicone Suncover

AB0535 AXIOM 12 Pro Silicone Suncover

AB80536 AXIOM 16 Pro Silicone Suncover

TRUNNION MOUNTING KITS

R70384 AXIOM Pro 9 /€S9 Trunnion Mount Kit

R70389 AXIOM Pro 12 / €812 Trunnion Mount Kit

A80537 AXIOM Pro 16 Mounting Plate

FLUSH MOUNTING KITS

R70385 AXIOM Pro 9 /€S9 Flush Mount Seal Kit
R70388 AXIOM Pro 12 / €S12 Flush Mount Seal Kit
R70599 AXIOM Pro 16 Flush Mount Seal Kit

REAR MOUNTING KITS

A80342 AXIOM Pro 9 / €S9 Rear Mounting Bracket

A80343 AXIOM Pro 12 / €512 Rear Mounting Bracket

POWER CABLES

R70029 AXIOM Pro & XL, a9, a12, ¢9, ¢12, e7, 9, e12, €165, €S9, eS12 & gS Power cable, NMEA0183 & Video-in 1.5m Right Angle
R62379 AXIOM Pro & XL, a9, a12, ¢9, ¢12, e7, €9, e12, e165, €S9, eS12 & gS Power Cable, NMEA0183 & Video-in 1.5m Straight
ADAPTOR PLATES

A80530 Adaptor Plate to fit AXIOM 9 Pro into E9OW size cutout

A80565 Adaptor Plate to fit AXIOM 12 Pro into E120 size cutout

A80531 Adaptor Plate to fit AXIOM 12 Pro into E120W size cutout

A80533 Adaptor Plate to fit AXIOM Pro 16 into E140W/e 165 size cutout

TRIM KITS

R70383 AXIOM Pro 9 / €S9 Trim Kit

R70387 AXIOM Pro 12/ €$12 Trim Kit

R70598 AXIOM Pro 16 Trim Kit

PODS

A80103 Deck Pod - to 9” displays (white)

A80104 Deck Pod - to 12" displays (white)

A80112 Helm Pod - to 9" displays (white)

A80113 Helm Pod - to 12" displays (white)
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Display

Suporte de munhao (apenas Axiom 2 Pro 9 e 12)
Fixadores do suporte do munhé&o

Capa de protegao solar

Junta

FixacSes de montagem x 4 (incluindo parafusos, anilhas,
porcas)

Parafuso M3 x 5, anilha de pressdao M3 e terminal de
crimpagem M3 (para ligagdo terra opcional)

Cabo de alimentagao/video/cabo de audio de 1,5 m (4,92
pés)

Cabo de rede RayNet de 2 m

Cabo adaptador SeaTalkng™ para DeviceNet de T m

AXIOM 2 PRO 9 AXIOM 2 PRO 12 AXIOM 2 PRO 16
mm in mm in mm in
299.32 178 358 141 452 17.8
3295 12.97 388.5 15.3 482.50 19.00
173.8 6.84 222.8 877 258 10.2
97.9 3.85 96.3 379 101.8 4.0
186.2 73 24613 9.69 281.20 110

f
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2 XL

m - s 3
VELA CRUZEIRO IATES DE LUXO PESCA EM
NOVO SUPER IATES ALTO-MAR

Axiom 2 XL, o display de topo da familia Axiom, oferece um desempenho poderoso de chartplotter, navegacdo elegante em grande
formato e a elegante simplicidade do sistema operativo LightHouse 4. Pensados para todas as condicdes climdticas, os robustos mas
bonitos displays Axiom 2 XL encontram-se em casa em cabinas abertas ou estagdes de ponte de vidro fechadas. Melhorado com
poderosos processadores 6-core, rede expandida e displays HydroTough ultrabrilhantes, o Axiom 2 XL é o chartplotter premium para
comandantes que exigem o melhor. Os displays Axiom 2 XL encontram-se disponiveis nos tamanhos de 16, 19, 22 e 24 polegadas.

Glass Bridge

A Axiom 2 XL oferece os maiores displays possiveis com as
dimensdes mais reduzidas. Experimente a navegacdo em ecra
grande mesmo em estagdes de governo com pouco espaco.

Mais poderoso
Comece mais rdpido com o nosso mais poderoso processador
chartplotter 6-core.

Controlo remoto

Adicione o teclado RMK-10 e disfrute de um controlo completo
do teclado remoto de cada Axiom 2 XL na sua estagao de
governo.

Integracdo de video avangada

A entrada HDMI, a saida HDMI e a entrada do ecra tatil USB
permitem a integracdo com o Axiom 2 XL com computadores
remotos e monitores HDTV.

Displays HydroTough

Pensado para desempenho em ambientes extremos.

A tecnologia de nano-revestimento HydroTough™ repele a agua
para um controlo de ecrd tatil de confianca e oferece cores
melhoradas e visibilidade sob luz solar.

24

Navegue com Inteligéncia
Chartplotter, sonda, radar, piloto automatico e video integrados
com o intuitivo sistema operativo LightHouse 4.

Brilho Automatico de Display
Um sensor de luz ambiente ajusta automaticamente o brilho do
display para as condi¢c8es de iluminacdo diurna e noturna.

Trabalho em rede superior

Crie uma estagao de governo glass bridge com varios displays
Axiom 2 XL e opg¢des de video expandidas, incluindo 3 portas
Raynet power-over-ethernet para conectividade de cdmara de
video.
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AXIOM" 2 XL

‘ ARTIGO N.° | DESCRIGAO

AXIOM XL Glass Bridge Displays

AXIOM XL Glass Bridge Displays

E70399 ‘ AXIOM XL 16 - 15.6” Glass Bridge Multi-function Display

AXIOM2 XL Glass Bridge Displays

AXIOM2 XL Glass Bridge Displays

E70661 AXIOM2 XL 16 - 15.6" Glass Bridge Multi-function Display

E70662 AXIOM2 XL 19 - 18.5" Glass Bridge Multi-function Display

E70663 AXIOM2 XL 22- 21.5” Glass Bridge Multi-function Display

E70664 AXIOM2 XL 24 - 24" Glass Bridge Multi-function Display

ACCESSORIES

A80585 Bulkhead Mount micro SD Card Reader with 1m Cable

A80440 Bulkhead Mount SD Card Reader and USB Socket with 1m Cable

A80630 Bulkhead Mount Micro USB Socket with 1m cable for DJI Drones only

A80288 GA150 GPS & Glonass antenna (a9, a12, eS9, eS12, AXIOM Pro & AXIOM XL direct connection only)
E26033 External Alarm Buzzer

A80219 HDMI Cable 5m

A80235 Video In and Alarm Cable - 2m for AxiomXL and gS series

T70431 AXIOM XL Accessory Pack including GA150 GPS, RCR-SD/USB and Honk including cable
AB0578 Touch Screen (USB B) to AXIOM XL (USB A right angle) Cable - 5m

A80579 AXIOM XL Touch Screen Out (USB B right angle) to Computer (USB A) Cable - 5m
R70665 Axiom XL 16" - Suncover

R70666 Axiom XL 19" - Suncover

R70676 Axiom XL 22" Suncover

R70667 Axiom XL 24 - Suncover

A80697 AXIOM XL16 Sun cover, Magnetic & Folding

R70668 Axiom XL 16" Rear mounting kit

R70669 Axiom XL 19" Rear mounting kit

R70675 Axiom XL 22" Rear mounting kit

R70670 Axiom XL 24" Rear mounting kit

T70293 System Remote Control Keypad (RMK-10) Portrait & Landscape

E70310 Raystar 150 10Hz GPS/Glonass antenna (STng)

A80370 Pole Mount for RS150 GPS Antenna / Micro-Talk Puck

170327 Raystar 150 10Hz GPS/Glonass antenna (STng) with Pole Mount

AB0437 RS150/MicroTalk Puck Clamshell Riser Mounting Kit

A80007 HS-5 Network Switch (Raynet)

A80731 RNS5 Gigabit Raynet Network Switch

POWER CABLES

R70029 AXIOM Pro & XL, a9, a12, 9, ¢12, e7, 9, e12, €165, eS9, eS12 & gS Power cable, NMEA0183 & Video-in 1.5m Right Angle
R62379 AXIOM Pro & XL, a9, a12, 9, ¢12, e7, 9, e12, €165, S9, eS12 & gS Power Cable, NMEA0183 & Video-in 1.5m Straight
CARTOGRAPHY

R70794-1GB LightHouse Chart (preloaded with UK & Ireland charts) on 32Gb micro SD card
R70794-NEU LightHouse Chart (preloaded with Northern Europe charts) on 32 Gb micro SD card
R70794-WEU LightHouse Chart (preloaded with Western Europe charts) on 32 Gb micro SD card
R70794-MED LightHouse Chart (preloaded with Mediterranean region charts) on 32 Gb micro SD card
A80728 Navionics+ Blank pSD card for Regional Chart Download
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AXIOM® 2 XL

AXIOM 2 XL: NA CAIXA

ooswN e

10.

Axiom™ 2 XL DMF

Barra de montagem traseira x 2

Fita de vedagdo de montagem

Conjunto de documentagéao

Cabo de alimentagdo/video/NMEA 0183 de 1,5
m em angulo reto

Fixagcdes da barra de montagem x 4 (M5 x 20
pozi escareado)

Fixagdes de montagem x 4 (incluindo parafusos
M5 x 35, anilhas onduladas M5, porcas M5 e
pés de montagem)

Parafuso M3 x 5, anilha de pressdo M3 e
terminal de crimpagem M3 (para ligacdo terra
opcional)

Cabo adaptador SeaTalkng™ para DeviceNet
de1m

Cabo de rede RayNet de 2 m
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AXIOM® 2

Raymarine

XL

|<— (mm /in.) |
AXIOM XL 16 AXIOM XL 19 AXIOM XL 22 AXIOM XL 24
mm in mm in mm in mm in
A 394.9 15.54 462 181 534 21.02 578 2276
B 248.22 977 289 1.3 326 12.83 387 15.23
C 9.0 0.35 9.0 0.35 9.0 0.35 9.0 0.35
D 73.96 2.9 73.96 2.91 79.75 3.0 76 3.0
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SONDA RVX1000

)

PESCA COSTEIRA E DE ALTO MAR

O RVX1000 oferece todas as caracteristicas e o desempenho da sonda do Axiom Pro da Raymarine num mddulo de sonda de caixa
preta montado remotamente. Com a tecnologia de sonda RealVision 3D™ premiada da Raymarine, CHIRP Side e DownVision, além de
uma sonda CHIRP de canal duplo de 1 kW potente, o RVX1000 € uma solugdo de versétil de sonda para pesca costeira e em alto mar.

CHIRP DownVision

O CHIRP DownVision® oferece
uma visao fotografica do mundo
por debaixo da sua embarcacdo,
permitindo criar imagens das
estruturas do fundo do mar com
grande detalhe e localizar peixes
em simultaneo.

CHIRP SideVision

A sonda CHIRP SideVision® amplia
o seu horizonte subaquatico

com uma visualizagdo cristalina

do peixe, isco e de estruturas
subaqudticas de margem a
margem. O SideVision permite-lhe
ver mais longe, com maior nitidez
e detetar mais peixes do que com
as sondas de varredura laterais
tradicionais.

CHIRP DownVision

O RVX1000 possui o CHIRP de
alta frequéncia e baixa poténcia
embutido, mais um CHIRP de alta
poténcia de kW, que suporta
bandas de baixa, média e alta
frequéncia. As ligacdes de
transdutor duplo permitem que
personalize o seu sistema de
sonda com uma ampla variedade
de opcdes de montagem em
painel de popa, no casco e passa
€asco.
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RealVision 3D

O RealVision™ 3D da ao pescador
a capacidade de ver o que estd
por baixo, atrds e nas laterais do
barco, tudo em simultdneo e em
trés dimensdes. O RealVision 3D
permite a visualizacdo de todo o
mundo subaqudtico — incluindo
estrutura, cobertura, peixe e
forragem subaquaética. Gire,
incline e amplie a imagem 3D
para examinar a partir de qualquer
angulo.
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RealVision BLACK BOX SOUNDER

RealVision Black Box Sonar with 1kW Sonar, DownVision, SideVision and RealVision 3D Sonar

E70511 RVX1000 RealVision Black Box Sonar with 1kW Sonar, DownVision, SideVision and RealVision 3D Sonar

E70665 RVM1600 RealVision Black Box Sonar with 1kW Sonar, DownVision, SideVision and RealVision 3D Sonar

AXIOM, AXIOM Pro and RVX1000 Transducers

Conical High CHIRP Direct Connect to AXIOM DV. Adaptor cable A80490 required for AXIOM RV & all AXIOM Pro

A80490 Adaptor Cable (9 pin to 25 pin) attach (CPT-xxx) transducer to AXIOM RV or AXIOM Pro RVX & S, 300mm

E70342 CPT-S Plastic Conical HIGH CHIRP Transom Mount Transducer, 10m

A80691 CPT-S Plastic Conical HIGH CHIRP In-Hull Transducer, 0/12/20° fitting options with 6m cable

E70339 CPT-S Plastic Conical HIGH CHIRP Through Hull 0° Angled Element Transducer, 10m

AB0448 CPT-8 Plastic Conical HIGH CHIRP Through Hull 12° Angled Element Transducer, 10m

AB0447 CPT-S Plastic Conical HIGH CHIRP Through Hull 20° Angled Element Transducer, 10m

AB0446 CPT-S Bronze Conical HIGH CHIRP Through Hull 0° Angled Element Transducer, 10m

E70340 CPT-S Bronze Conical HIGH CHIRP Through Hull 12° Angled Element Transducer, 10m

E70341 CPT-S Bronze Conical HIGH CHIRP Through Hull 20° Angled Element Transducer, 10m

Conical High CHIRP & DownVision Transducer Direct Connect to AXIOM DV. Adaptor cable A80490 required for AXIOM RV, AXIOM Pro-
RVX & RVX1000

A80490 Adaptor Cable (9 pin to 25 pin) attach (CPT-xxx) transducer to AXIOM RV or AXIOM Pro RVX & S, 300mm

A80351 CPT-100DVS Plastic Transom Mount Chirp Transducer, Depth & Temp, Direct connect to CP100 & xx8 MFDs (10m cable)

A80277 CPT-110 Plastic Through Hull Chirp Transducer with High Speed Fairing, Depth & Temp, Direct connect to CP100 & xx8 MFDs (10m cable)

A80350 CPT-120 Bronze Through Hull Chirp Transducer with High Speed Fairing, Depth & Temp, Direct connect to CP100 & xx8 MFDs (10m cable)

AXIOM RV, AXIOM Pro-RVX and RVX1000 RealVision 3D Transducers

A80464 RV-100 RealVision 3D Transom Mount Transducer, Direct connect to AXIOM MFDs (8m cable)

A80470 RV-300 RealVision 3D Plastic Through Hull Transducer 0°, Direct connect to AXIOM (8m cable)

T70320 Pack of RV-312 RealVision 3D Plastic Thru Hull Txds, Port & Starboard 12°, Direct connect to AXIOM (2 x 2m, Y-cable and 8m extension cable)

T70321 Pack of RV-320 RealVision 3D Plastic Thru Hull Txds, Port & Starboard 20°, Direct connect to AXIOM (2 x 2m, Y-cable and 8m extension cable)
AB0465 RV-200 RealVision 3D Bronze Through Hull Transducer 0°, Direct connect to AXIOM (8m cable)

T70318 Pack of RV-212 RealVision 3D Bronze Thru Hull Txds, Port & Starboard 12°, Direct connect to AXIOM (2 x 2m, Y-cable and 8m extension cable)
T70319 Pack of RV-220 RealVision 3D Bronze Thru Hull Txds, Port & Starboard 20°, Direct connect to AXIOM (2 x 2m, Y-cable and 8m extension cable)
A80615 RV-400 RealVision 3D Stainless Steel Through Hull Transducer 0°, Direct connect to AXIOM (8m cable)

T70450 Pack of RV-412 RealVision 3D Stainless Steel Thru Hull Txds, Port & Starboard 12°, Direct connect to AXIOM (2 x 2m, Y-cable and 8m extension cable)
T70451 Pack of RV-420 RealVision 3D Stainless Steel Thru Hull Txds, Port & Starboard 20°, Direct connect to AXIOM (2 x 2m, Y-cable and 8m extension cable)
AXIOM2 Pro RVM and RVM1600 RealVision 3D Transducers

A80704 RVM-400 RealVision 3D Stainless Steel Through Hull Transducer 0°, Direct connect to AXIOM2 and RVM1600 (8m cable)

T70543 Pack of RVM-412 RealVision 3D Stainless Steel Thru Hull Txds, Port & Starboard 12°, Direct connect to AXIOM2 and RVM1600 (2 x 2m, Y-cable and 8m extension cable)
T70544 Pack of RVM-420 RealVision 3D Stainless Steel Thru Hull Txds, Port & Starboard 20°, Direct connect to AXIOM2 and RVM1600 (2 x 2m, Y-cable and 8m extension cable)
Non CHIRP 50/200 KHz transducer for AXIOM DV (A80484 required) and AXIOM RV Only (A80488 required)
A80484 Adaptor Cable (7 pin to 9 pin) to attach an Airmar (7 pin) transducer to AXIOM 7 DV (9 pin)

A80488 Adaptor Cable (7 pin to 25 pin) to attach an Airmar transducer (7 pin) to AXIOM RV (25 pin)
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AXIOM, AXIOM Pro and RVX1000 Transducers

Non CHIRP 50/200 KHz transducer for AXIOM DV (A80485 required), AXIOM RV Only (A80489 required) & AXIOM Pro-RVX or RVX1000
(A80496 required)

A80485 Adaptor Cable (8 pin to 9 pin) to attach an Airmar (8 pin) transducer to AXIOM 7 DV (9 pin)

A80489 Adaptor Cable (8 pin to 25 pin) to attach an Airmar (8 pin) transducer to AXIOM RV (25 pin)

A80496 Adaptor Cable to attach an Airmar transducer (8 pin) to AXIOM Pro-RVX (11 pin)

A80567 P74 Depth & Temp In Hull Transducer with 9m cable (CP370 connect 8-pin)

E66008 P79 600W Depth Plastic In-Hull Transducer with Adjustable Angle (8-Pin / CP370)

E66013 P319 600W Depth Plastic Low Profile Through Hull Transducer 50/200kHz

E66014 B117 600W Depth Low Profile Bronze Through Hull Transducer

E66077 P319 600W Depth & Temp Plastic Through Hull Transducer 50/200 kHz (CP370 8-pin)

E66086 B60 600W Depth & Temp Bronze Through Hull Transducer with 12° Tilted Element

E66085 B60 600W Depth & Temp Bronze Through Hull Transducer with 20° Tilted Element

E66054 P66 600W Depth, Speed & Temp Transom Mount Transducer

AB6091 B744V 600W Depth, Speed & Temp Bronze Through Hull Retractable Transducer (includes E66023 Fairing Block)
AB6092 B744VL 600W Depth, Speed & Temp Bronze Long Stem Through Hull Retractable Transducer (includes E66023 Fairing Block)
AB6089 M260 1000W Depth Transducer with in hull-kit

E66076 R199 1000W Depth In-Hull Transducer

E66084 TM258 1000W Depth and Temp Transom Mount Transducer with Transom Mount Bracket (8 pin)
E66082 B258 1000W Depth & Temp Bronze Through Hull Transducer including Fairing Block (8 pin)

A102137 B164 1000W Depth & Temp Bronze Transducer 0° 50/200 kHz Flush (8 pin)

A102112 B164 1000W Depth & Temp Bronze Transducer 12° 50/200 kHz Low Profile (8 pin)

A102113 B164 1000W Depth & Temp Bronze Transducer 20° 50/200 kHz Low Profile (8 pin)

A80451 $S164 1000W Depth & Temp Stainless Steel Through Hull 0° Transducer 200/50 kHz (8 pin)

AB6098 S$S164 1000W Depth & Temp Stainless Steel Through Hull 12° Transducer 200/50 kHz (8 pin)

AB6099 SS164 1000W Depth & Temp Stainless Steel Through Hull 20° Transducer 200/50 kHz (8 pin)

E66079 B260 1000W Depth & Temp Bronze Broadband Through Hull including Fairing Block (8 pin)

A102121 S$8270 1000W Depth & Temp Stainless Steel Wide beam Through Hull Transducer 50/200 kHz (8 pin)
SPEED/TEMPERATURE — TRANSDUCERS

E66071 P120 Speed & Temp Plastic Retractable Through Hull Transducer incl. Y-Cable E66022 (8 pin)

E66072 B120 Speed Temp Bronze Low Profile Through Hull Retractable Transducer incl. Y-Cable E66022 (8 pin)

AXIOM Pro-RVX, RVX1000, CP470 & CP570 600W/1KW/2KW/3KW Transducers - No Adaptor cable required - See CP470 Section

AXIOM ADAPTOR CABLES

AB0515 AXIOM RV 45mm Right Angle Connector for AXIOM Transducers

A80484 Adaptor Cable (7 pin to 9 pin) to attach an Airmar (7 pin) transducer to AXIOM 7 DV (9 pin)

A80485 Adaptor Cable (8 pin to 9 pin) to attach an Airmar (8 pin) transducer to AXIOM 7 DV (9 pin)

A80486 Y-Cable (9 & 7 pin to 9 pin) to attach a DownVision (CPT-1xx) Transducer & an Airmar (7 pin)) embedded 600W transducer to AXIOM 7 DV (9 pin)
A80487 Y-Cable (9 & 8 pin to 9 pin) to attach a DownVision (CPT-1xx) Transducer & an Airmar (8 pin) transducer to AXIOM 7 DV (9 pin)
A80488 Adaptor Cable (7 pin to 25 pin) to attach an Airmar transducer (7 pin) to AXIOM RV (25 pin)

A80489 Adaptor Cable (8 pin to 25 pin) to attach an Airmar (8 pin) transducer to AXIOM RV (25 pin)

A80490 Adaptor Cable (9 pin to 25 pin) attach (CPT-xxx) transducer to AXIOM RV or AXIOM Pro RVX & S, 300mm

A80491 Y-Cable (25 & 7 pin to 25 pin) to attach a RealVision 3D (RV-xxx) Transducer & an Airmar (7 pin) transducer to AXIOM RV (25 pin)
A80492 Y-Cable (25 & 8 pin to 25 pin) to attach a RealVision 3D (RV-xxx) Transducer & an Airmar (8 pin) transducer to AXIOM RV (25 pin)
A80493 Y-Cable (9 & 7 pin to 25 pin) to attach a DownVision (CPT-1xx) Transducer & an Airmar (7 pin) transducer to AXIOM RV (25 pin)
A80494 Y-Cable (9 & 8 pin to 25 pin) to attach a DownVision (CPT-1xx) Transducer & an Airmar (8 pin) transducer to AXIOM RV

A80496 Adaptor Cable to attach an Airmar transducer (8 pin) to AXIOM Pro-RVX (11 pin)
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EXTENSION CABLES

A80475 3m RealVision 3D Transducer Extension Cable

AB0476 5m RealVision 3D Transducer Extension Cable

AB0477 8m RealVision 3D Transducer Extension Cable

E66010 5m Transducer Extension Cable with Removable Back-Shell for Airmar transducers (8 pin)
E66066 Transducer Adaptor Cable for DSM/CP370 style transducers a,c,e Series 8 pin to 7 pin
A62363 1m Minnkota Adaptor Cable (7 pin)

TRANSDUCER MOUNTING PLATES

R70521 RV-100 Transom Mounting Bracket

AB0479 Step Mount for RV-100 RealVision 3D transom Mount Transducer

A80480 Jack Plate Mount for RV-100 RealVision 3D transom Mount Transducer

A80482 Spacer Kit for Jack Plate Mount for RV-100 RealVision 3D transom Mount Transducer

RVX1000: NA CAIXA

Mddulo de sonda RVX1000
Cabo de alimentacdo de 1,5 m

Parafusos de fixagcdo

Pacote de documentacdo
Cabo de rede RayNet, 2 m

oos NS

je—— (MM /in)  —]

84.4 mm (3.32in)
2994 mm (1179 in)

e

188.0 mm (7.40 in)
209.9 mm (8.26 in)

80.0 mm (315 in)
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Raymarine

RVM1600 30 CHIRP SONAR

PESCA COSTEIRA E DE ALTO MAR

O RVM1600 com a tecnologia RealVision MAX leva o desempenho de sonda CHIRP de mudiltiplos canais Raymarine a um novo nivel.
A proxima geracdo do DownVision, SideVision, 3D e sondas convencionais CHIRP, RealVision MAX oferece imagens de sonda
vividas e alvos de peixe como nunca antes. O RealVision MAX comega com todos os novos transdutores RealVision CHIRP de alto
desempenho, atualizados com elementos maiores e saida de energia aumentada um para desempenho de maior alcance. A seguir,
o processamento de sinal RealVision MAX CHIRP e as taxas de ping mais rdpidas melhoram a fidelidade visual e a identificacdo do
alvo. Com o RealVision MAX, a estrutura € mais reconhecivel, e os peixes mais elusivos sdo facilmente identificdveis com uma paletas

de cores do sonar RealVision MAX de alto contraste.

Sonda Multicanal

O RVM1600 esta equipado com uma sonda CHIRP de 1 kW
e canais de sonda RealVision MAX, incluindo High CHIRP,
SideVision, DownVision e canal 3D.

Maxima clareza
O processamento de sonda RealVision MAX CHIRP, combinado
com taxas de ping mais rapidas, oferece imagens de sonar

superiores nos canais de sonar CHIRP, Side, Down e RealVision.

Maximo de peixe

As novas paletas de cores de alto contraste RealVision MAX
e melhorias de direcionamento de peixes ajudam a identificar
positivamente peixes e isco.

Alcance maximo

Os transdutores RealVision MAX CHIRP mais potentes com um
elemento High CHIRP cénico de 600 watts e elementos Side e
DownVision atualizados oferecem melhor localizacdo de peixes
em escalas de longo alcance.

CHIRP DownVision

O CHIRP DownVision® oferece uma visdo fotografica do mundo
sob o seu barco. Veja as estruturas de fundo e alvos de peixes
com um detalhe incrivel.
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CHIRP SideVision

A sonda CHIRP SideVision® amplia o seu horizonte subaquatico
com uma visualizac¢do cristalina do peixe, isco e de estruturas
subaquaticas de margem a margem. Veja mais longe e mais
peixes do que com as sondas tradicionais de varrimento lateral.

CHIRP convencional

Os transdutores RealVision Max apresentam um elemento
CHIRP conico de alta frequéncia de 600 watts para a pesca
costeira. Uma sonda CHIRP de canal duplo de 1 kW separado
para pesca offshore com uma ampla variedade de opg¢des de
popa, NO Casco e passa Ccasco.

Sonda 3D

A sonda RealVision MAX 3D permite que os pescadores vejam
os dados da sonda numa visdo tridimensional semelhante a
realidade. Utilize a sonda 3D para identificar estruturas ou
configurar o desvio perfeito.
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RVM1600: NA CAIXA

Mdédulo de sonda RVM1600
Cabo de alimentacdo de 1,5 m

Parafusos de fixacdo

Conjunto de documentacao
Cabo de rede RayNet, 2 m

o R wN S

je—— (MM /in)  —]

84.4 mm (3.32 in)
2994 mm (1179 in)

188.0 mm (7.40 in|
209.9 mm (8.26 in)

RVM-400 RVM-100
80.0 mm (315 in) Transdutor passa casco Transdutor de painel de popa
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PESCA DE AGUA DOCE E COSTEIRA

Médulo de sonda CP100 DownVision

O mddulo de sonda de rede CP100 traz a tecnologia CHIRP DownVision para os displays multifungdes da Raymarine. O CHIRP
DownVision® oferece uma visdo fotogréfica do mundo por debaixo da sua embarcacdo, permitindo criar imagens da estrutura do
fundo do mar com grande detalhe e localizar peixes em simultaneo.
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DESCRIGAO

CP100

DOWNVISION & SIDEVISION SOUNDER MODULE

E70204 ‘ CP100 DownVision Fishfinder
CHIRP SONAR, DOWNVISION & SIDEVISION TRANSDUCERS
E70342 CPT-S Plastic Conical HIGH CHIRP Transom Mount Transducer, 10m
A80691 CPT-S Plastic Conical HIGH CHIRP In-Hull Transducer, 0/12/20° fitting options with 6m cable
E70339 CPT-S Plastic Conical HIGH CHIRP Through Hull 0° Angled Element Transducer, 10m
A80448 CPT-S Plastic Conical HIGH CHIRP Through Hull 12° Angled Element Transducer, 10m
A80447 CPT-S Plastic Conical HIGH CHIRP Through Hull 20° Angled Element Transducer, 10m
AB0446 CPT-S Bronze Conical HIGH CHIRP Through Hull 0° Angled Element Transducer, 10m
E70340 CPT-S Bronze Conical HIGH CHIRP Through Hull 12° Angled Element Transducer, 10m
E70341 CPT-8 Bronze Conical HIGH CHIRP Through Hull 20° Angled Element Transducer, 10m
A80351 CPT-100DVS Plastic Transom Mount Chirp Transducer, Depth & Temp, Direct connect to CP100 & xx8 MFDs (10m cable)
A80277 CPT-110 Plastic Through Hull Chirp Transducer with High Speed Fairing, Depth & Temp, Direct connect to CP100 & xx8 MFDs (10m cable)
A80350 CPT-120 Bronze Through Hull Chirp Transducer with High Speed Fairing, Depth & Temp, Direct connect to CP100 & xx8 MFDs (10m cable)
A80281 CPT-200 Transom Mount Chirp Transducer, SideVision & Temp, Direct connect to CP200 (10m cable)
ACCESSORIES
A80363 CPT-S Trolling Motor Mounting Kit
R70496 CPT-S Transom Bracket with Hardware
A80330 CPT-DV / CPT-DVS / CPT-100DVS Trolling Motor Mount
A80273 Transducer Extension for CPT-S, CPT100, CPT110 & CPT120 (4m cable)
f————— (mm/in) ———] CP100: NA CAIXA

72mm (2.83")
225mm (8.85")

4 v

Mdédulo de sonda

Cabo de alimentacdo de 1,0m
Parafusos de fixagcdo
Pacote de documentacdo

(S =)
162mm (6.4")
P WN =
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)
PESCA COSTEIRA E DE ALTO MAR

O CP370 oferece uma clareza excecional, localizagdo de peixe mais nitida e
operagdo automatica utilizando a proxima geragao de processamento digital de
sonda da Raymarine, ClearPulse™. O CP370 possui até 1000 watts de poténcia

e opera a 200 kHz para pesca costeira e a 50 kHz para pesca em alto mar. O
processamento de sinal ClearPulse™ inteligentemente gere os parametros da sonda
CP370 em todas as condicdes para que os pescadores possam passar mais tempo a
pescar e menos tempo a ajustar a sonda.

Compatibilidade DMF CP370

Série a | Série c | Série e | Série eS | Série gS | Série C-Widescreen | Série G-Classic | Série
E-Classic | Série E-Widescreen | Axiom | Axiom+ | Axiom Pro | Axiom XL

‘ ARTIGO N.°

DESCRIGAO

CP370

CP370 SOUNDER MODULE

E70297

‘ CP370 ClearPulse 1KW Sonar Module

DEPTH - 600W TRANSDUCERS

E66008 P79 600W Depth Plastic In-Hull Transducer with Adjustable Angle (8-Pin / CP370)
E66013 P319 600W Depth Plastic Low Profile Through Hull Transducer 50/200kHz
E66014 B117 600W Depth Low Profile Bronze Through Hull Transducer

DEPTH/TEMPERATURE - 600W TRANSDUCERS

AB0567 P74 Depth & Temp In Hull Transducer with 9m cable (CP370 connect 8-pin)

E66085 B60 600W Depth & Temp Bronze Through Hull Transducer with 20° Tilted Element

E66086 B60 600W Depth & Temp Bronze Through Hull Transducer with 12° Tilted Element

A80568 SS60 600W Depth & Temp Stainless Steel Through Hull Transducer with 0° Element & 9m cable
A80569 SS60 600W Depth & Temp Stainless Steel Through Hull Transducer with 12° Tilted Element & 9m cable
A80570 SS60 600W Depth & Temp Stainless Steel Through Hull Transducer with 20° Tilted Element & 9m cable
E66077 P319 600W Depth & Temp Plastic Through Hull Transducer 50/200 kHz (CP370 8-pin)

DEPTH/SPEED/TEMPERATURE — 600W TRANSDUCERS

E66054 P66 600W Depth, Speed & Temp Transom Mount Transducer
AB6091 B744V 600W Depth, Speed & Temp Bronze Through Hull Retractable Transducer (includes E66023 Fairing Block)
AB6092 B744VL 600W Depth, Speed & Temp Bronze Long Stem Through Hull Retractable Transducer (includes E66023 Fairing Block)
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ARTIGO N.° | DESCRICAO

DEPTH - 1KW HIGH PERFORMANCE TRANSDUCERS

A66089 M260 1000W Depth Transducer with in hull-kit

E66076 R199 1000W Depth In-Hull Transducer

DEPTH/TEMPERATURE - 1KW HIGH PERFORMANCE TRANSDUCERS
E66084 TM258 1000W Depth and Temp Transom Mount Transducer with Transom Mount Bracket (8 pin)
E66082 B258 1000W Depth & Temp Bronze Through Hull Transducer including Fairing Block (8 pin)
A102112 B164 1000W Depth & Temp Bronze Transducer 12° 50/200 kHz Low Profile (8 pin)

A102113 B164 1000W Depth & Temp Bronze Transducer 20° 50/200 kHz Low Profile (8 pin)

A102137 B164 1000W Depth & Temp Bronze Transducer 0° 50/200 kHz Flush (8 pin)

A80451 S$S164 1000W Depth & Temp Stainless Steel Through Hull 0° Transducer 200/50 kHz (8 pin)
A66098 S$8164 1000W Depth & Temp Stainless Steel Through Hull 12° Transducer 200/50 kHz (8 pin)
AB6099 SS164 1000W Depth & Temp Stainless Steel Through Hull 20° Transducer 200/50 kHz (8 pin)
E66079 B260 1000W Depth & Temp Bronze Broadband Through Hull including Fairing Block (8 pin)
A102121 $8270 1000W Depth & Temp Stainless Steel Wide beam Through Hull Transducer 50/200 kHz (8 pin)
SPEED/TEMPERATURE — TRANSDUCERS

E66071 P120 Speed & Temp Plastic Retractable Through Hull Transducer incl. Y-Cable E66022 (8 pin)
E66072 B120 Speed Temp Bronze Low Profile Through Hull Retractable Transducer incl. Y-Cable E66022 (8 pin)
ACCESSORIES

E66010 5m Transducer Extension Cable with Removable Back-Shell for Airmar transducers (8 pin)
E66066 Transducer Adaptor Cable for DSM/CP370 style transducers a,c,e Series 8 pin to 7 pin

E66023 B744V/B744VL Hi-Speed Fairing Block

CP370: NA CAIXA jJe—————m—e (mm/in) —m—m—]
299.4mm (11.79in) 84.4mm (3.3in)
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1. Mddulo de sonda = — EO 2/ L
2. Cabo de alimentacdo de 1,5m
3. Parafusos de fixagdo n.° 8
4. Pacote de documentagdo
5. Cabo de rede RayNet (fémea - fémea) de 2m
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CP470
COSTEIRA E DE ALTO MAR

CP570
PROFISSIONAL E TORNEIO

Com uma resolucdo dez vezes maior do que as sondas comuns, os modulos de sonda CHIRP CP470 e CP570 oferecem alvos de
peixes mais nitidos e definidos e filtram automaticamente ruidos indesejados. Emparelhe estes poderosos modulos de sonda CHIRP
com qualquer display multifuncdes Axiom e nunca perdera nenhuma das agdes abaixo.

Sonda para Alto Mar

Utilizando uma selecgdo de frequéncias baixas, médias ou altas,

os transcetores CHIRP avancados do CP470 e CP570 podem ver
através de cardumes densos de peixes isca, identificar termoclinas e,
simultaneamente, visar os peixes desejados.

Melhor separador de alvos da sua classe

O CP470 e o CP570 oferecem uma definicdo de alvo superior e uma
melhor sensibilidade utilizando a exclusiva tecnologia de sonda CHIRP
de amplo da Raymarine.

CP470 2kW CHIRP
Localize peixe, identifique isco e rastreie o fundo do mar até 10 000 pés
(3000 m) com dois canais de sonda CHIRP ajustaveis.
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CP570: até 4kW de poténcia

Melhore o CP570 com uma poténcia de sonda CHIRP combinada de
4kW. Pesque peixe em diferentes partes da coluna de agua com os
dois canais de sonda de 2kW totalmente independentes do CP570.
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‘ ARTIGO N.° | DESCRIGAO

CP470 & CP570

CP470/CP570 SOUNDER MODULE

E70298 CP470 Clear Pulse 470 CHIRP

E70258 CP570 Clear Pulse 570 CHIRP

CP470/CP570 300W - 600W TRANSDUCERS

A80014 B765LH D/T Through Hull Low (300W) - High (600W) Transducer

A80015 B765LM D/T Through Hull Low (300W) - Medium (600W) Transducer

A80016 B75L Bronze Low Profile D/T Through Hull Transducer 0° Angle (300W)

A80017 B75M Bronze Low Profile D/T Through Hull Transducer 0° Angle (600W)

A80018 B75H Bronze Low Profile D/T Through Hull Transducer 0° Angle (600W)

A80034 B75M Bronze Low Profile D/T Through Hull Transducer 12° Angle (600W)

A80035 B75H Bronze Low Profile D/T Through Hull Transducer 12° Angle (600W)

A80036 B75M Bronze Low Profile D/T Through Hull Transducer 20° Angle (600W)

A80037 B75H Bronze Low Profile D/T Through Hull Transducer 20° Angle (600W)
CP470/CP570 1KW TRANSDUCER PAIRS (all pairs include Y-cable)
T70075 B175 Depth & Temperature Bronze Low Profile Through Hull Transducer pair 20 deg - Low & High
T70076 B175 Depth & Temperature Bronze Low Profile Through Hull Transducer pair 20 deg - Low & Medium
T70077 B175 Depth & Temperature Bronze Low Profile Through Hull Transducer pair 20 deg - Medium & High
CP470/CP570 1KW TRANSDUCERS

A80042 B175L Bronze Low Profile 1000W D/T Through Hull Transducer 0° Angle

A80043 B175M Bronze Low Profile 1000W D/T Through Hull Transducer 0° Angle

A80044 B175H Bronze Low Profile 1000W D/T Through Hull Transducer 0° Angle

A80045 B175L Bronze Low Profile 1000W D/T Through Hull Transducer 12° Angle

A80046 B175M Bronze Low Profile 1000W D/T Through Hull Transducer 12° Angle

A80047 B175H Bronze Low Profile 1000W D/T Through Hull Transducer 12° Angle

A80048 B175L Bronze Low Profile 1000W D/T Through Hull Transducer 20° Angle

A80049 B175M Bronze Low Profile 1000W D/T Through Hull Transducer 20° Angle

A80050 B175H Bronze Low Profile 1000W D/T Through Hull Transducer 20° Angle

A80319 B175H-W 1000W D/T Through Hull Wide Beam Transducer 0° Angle

A80320 B175H-W 1000W D/T Through Hull Wide Beam Transducer 12° Angle

A80321 B175H-W 1000W D/T Through Hull Wide Beam Transducer 20° Angle
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CP470 & CP570

CP470/CP570 1KW TRANSDUCERS

A80010 B265LH D/T Through Hull Low-High Transducer

A80011 B265LM D/T Through Hull Low-Medium Transducer

A80322 B275LH-W 1000W D/T Through Hull Low-High Wide Beam Bronze Transducer with Fairing Block
A80012 M265LH D In Hull Low-High Transducer

AB80038 M265LM D In Hull Low-Medium Transducer

A80013 TM265 LH D/T Transom Mount Low-High Transducer

A80041 TM265 LM D/T Transom Mount Low-Medium Transducer

A80318 TM275LH-W 1000W D/T Transom Mount Low-High Wide Beam Transducer

A80325 PM275LH-W 1000W D/T Pocket/Keel Mount Low-High Wide Beam Transducer

A80504 SS175L Low CHIRP 1kW D/T Through Hull Transducer 20° Angle

A80505 SS175M Medium CHIRP 1kW D/T Through Hull Transducer 20° Angle

A80506 SS175H Wide Beam CHIRP 1kW D/T Through Hull Transducer 20° Angle

CP470/CP570 2KW TRANSDUCERS (Note: ALL -W transducers require extension cable)
A80039 R109 D/T Through Hull Low-High 2KW molded Transducer

A80040 R109 D/T Through Hull Low-Medium 2KW molded Transducer

A80323 R109LH-W 2KW D/T Through Hull Low-High molded Wide Beam Transducer

A80133 R111 D/T In Hull Low-High 2KW Molded Transducer

A80134 R111 D/T In Hull Low-Medium 2KW Molded Transducer

A80326 PM111LH-W 2KW D/T Pocket/Keel Mount Low-High Wide Beam Transducer

AB0378 PM411LM-W UltraWide 2KW Pocket/Keel-Mount Low-Medium CHIRP Transducer

A80377 R409LM-W UltraWide 2KW Through Hull Low-Medium CHIRP Transducer

CP470/CP570 3KW TRANSDUCERS (Note: ALL -W transducers require extension cable)
A80210 R509 D/T Through Hull Low-High Hi Performance 3KW Transducer

A80211 R509 D/T Through Hull Low-Medium Hi Performance 3KW Transducer

A80324 R509LH-W 3KW D/T Through Hull Wide Beam Transducer

A80212 R599 D/T In Hull Low-High Hi Performance 3KW Transducer

A80213 R599 D/T In Hull Low-Medium Hi Performance 3KW Transducer

CP470/CP570 ACCESSORIES

A102146 CP470/CP570 Y-Cable

A102148 CP470/CP570 3m Transducer Extension Cable

A102150 CP470/CP570 5m Transducer Extension Cable

A80327 CP470/CP570 10m Transducer Extension Cable

A80328 Single B75/B175 Operation Cable

A80345 CP470-CP570 Speed-Temp Y-Cable

AB80346 CP370/CP470/CP570 Power Cable (also for C-and E-Classic Series MFD and M1xx/M2xx thermal camera)
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CP470 / CP570: NA CAIXA
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Raymarine

RADAR QUANTUM

VELA

CRUZEIRO

PESCA

Dia e noite, os sistemas de radar da Raymarine mantém-no informado sobre o trafego circundante, perigos e obstdculos, condigdes
meteoroldgicas iminentes e muito mais. Utilize o seu radar para navegar em nevoeiro ou chuva densos. Confirme a posi¢cdo do seu
barco com leituras de radar super precisas. Deixe que o MARPA o ajude a navegar com seguranca através de um porto lotado.
Desfrute de detalhes costeiros semelhantes a mapas ao navegar no mar. A Raymarine oferece uma vasta gama de solucdes para
embarcacoes de todos os tipos e tamanhos.

Desempenho compacto

Os radares Quantum utilizam
tecnologia de compressao

de impulsos CHIRP de estado
solido para proporcionar uma
consciéncia superior do alvo

a longo alcance e alcance
extremamente curto. A tecnologia
de separacdo de alvos avancada
ATX", exclusiva da FLIR, apresenta
alvos como embarcacdes, boias
e marcos com uma resolugao
excecional e qualidade de
separagdo.

Eficiéncia energética

A tecnologia de estado sdlido

do radar Quantum consume

muito pouca energia, tornando

o Quantum especialmente
convidativo para embarcacoes
movidas a bateria. A tecnologia
de radar de estado sdlido também
gera emissoes radiadas muito
baixas.

[\[@)V/@l O Quantum encontra-se agora disponivel em preto.
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Quantum 2 com Doppler

Quantum 2 com Doppler aumenta
a sua consciéncia ao detetar

as mudancas de frequéncia

do radar devolvidas por alvos

em movimento versus alvos
estacionarios. O Quantum 2
codifica os alvos em aproximagdo
a vermelho (perigosos) e os alvos
que se afastam a verde (seguro),
facilitando a distin¢do de situagdes
potencialmente perigosas ao
navegar em areas com muito
tréfego.

Instalacao simples

Com todos os sistemas Quantum
da Raymarine, também beneficia
de um design robusto e leve que é
facil de instalar. O Quantum 2 pode
ser instalado numa configuragao
tradicional com fios ou utilizar a
tecnologia Wi-Fi integrada para
estabelecer uma ligagdo direta ao
seu DMF Raymarine.
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RADAR QUANTUM

‘ ARTIGO N.°

DESCRIGAO

Radar

QUANTUM, PULSE COMPRESSED CHIRP RADAR

E70344 Quantum 18" Q24W (WiFi Model only) w/ 10m Power Cable
E70210 Quantum Q24C 18" Radar with 10m Power Cable

T70243 Quantum Q24C 18" Radar with 10m Power and 10m Data Cable
T70266 Quantum Q24C 18" Radar with 15m Power and 15m Data Cable

QUANTUM 2 DOPPLER, PULSE COMPRESSED CHIRP RADAR

E70498 Quantum Q24D Doppler 18" Radar with no Power or Data Cable
T70416 Quantum Q24D Doppler 18" Radar with 10m Power Cable and 10m Data Cable
T70417 Quantum Q24D Doppler 18" Radar with 15m Power Cable and 15m Data Cable

BLACK QUANTUM 2 DOPPLER, PULSE COMPRESSED CHIRP RADAR

E70498-B Black Quantum Q24D Doppler 18” Radar with no Power or Data Cable

T70549 Black Quantum Q24D Doppler 18" Radar with 10m Power Cable and 10m Data Cable
T70550 Black Quantum Q24D Doppler 18" Radar with 15m Power Cable and 15m Data Cable
QUANTUM CABLES

A80274 Quantum Data Cable 5m with Raynet connector

A80275 Quantum Data Cable 10m with Raynet Connector

A80310 Quantum Data Cable 15m with Raynet Connector

A80311 Quantum Data Cable 25m with Raynet Connector

A80309 Quantum Power Cable 10m with bare wires

A80369 Quantum Power Cable 15m with bare wires

A80308 Quantum Power-Data Adapter Cable

QUANTUM / QUANTUM 2: NA CAIXA je—————--— (mm/in) —]

\mnlivizlals)

319.5 mm (1258 in)

Radome Quantum™ < ) >
) . 541.0 mm (21.30 in)

10 m (32,8 pés) Cabo de alimentacao

Parafusos de montagem M8 com anilhas de pressédo e
anilhas planas

Pacote de documentacdo (incluindo modelo de montagem)

209.5 mm (8.25 in)
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RADAR CYCLONE

CRUZEIRO/BARCO DE TRABALHO/

AUTORIDADES MARITIMAS

PESCA

Antena Aberta de Radar de Estado Solido Cyclone

Os radares Cyclone sdo a derradeira expressao de design, desempenho robusto e percecdo situacional incomparavel. Enfrente
as condi¢c@es mais adversas com a confianca da tecnologia de compressao de pulso CHIRP de estado sdlido do Cyclone e design
inspirado em asas de aeronave. Cada modelo apresenta capacidades inovadoras de detecdo, incluindo o Modo Cyclone de
Pdssaros, a tecnologia RangeFusion™ e imagens de 60 rpm de alta velocidade.

Concebido a pensar em condi¢cées extremas

O design inspirado em asas de aeronaves oferece a melhor
classificacdo de vento de 100 nés da categoria e atende ao
padrdo comercial IEC 62388 para radares de navios.

Localizacao do alvo em tempo real

A répida velocidade rotacional de 60 rpm proporciona 360
graus de percecdo e uma localizagdo precisa dos alvos em
tempo real.

Navegacao mais segura com o Doppler
A aquisicdo de alvos por Doppler simplifica a interpretagao de
alvos perigosos e seguros, para uma seguranga adicional.

ARPA de nivel profissional

O Cyclone rastreia automaticamente até 50 alvos através da
mesma tecnologia avancada ARPA, ao servico da Guarda
Costeira dos Estados Unidos da América.

Tecnologia RangeFusion™

O Cyclone combina impulsos curtos e longos numa

Unica imagem de radar de elevada nitidez, oferecendo
simultaneamente alvos excecionais de curto e longo alcance.
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Modo de Passaros Cyclone melhorado

A tecnologia de compressdo de pulso Cyclone CHIRP otimiza
de forma inteligente as configuracdes de ganho e ajuste para
imagens de aves marinhas distantes.

Trés opcoes de tamanho de antena

As opcdes de 4 e 6 pés oferecem separacdo e alcance
de alvos superiores, enquanto a matriz de 3 pés oferece
desempenho de matriz aberta em espacos apertados.

Duas opg¢oes de saida de energia

O modelo basico Cyclone opera a 55 Watts. Avance para
desempenho climatico melhorado e de longo alcance com o
Cyclone Pro de 110 Watts.
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RADAR CYCLONE

DATA 1

*51.241'N ’
[21.098' W 'l

Detalhes precisos da linha costeira e
separacdo de alvos de longo alcance

O RangeFusion combina impulsos Desempenho calibrado para localizar
curtos e longos numa unica imagem aves marinhas
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‘ ARTIGO N.° | DESCRIGAO

Radar

CYCLONE OPEN ARRAY ANTENNA PACKS

T70491 Cyclone 55 Watts 3ft Open Array Radar with 15m Cables
T70492 Cyclone 55 Watts 4ft Open Array Radar with 15m Cables
T70493 Cyclone 55 Watts 6ft Open Array Radar with 15m Cables
T70494 Cyclone Pro 110 Watts 3ft Open Array Radar with 15m Cables
T70495 Cyclone Pro 110 Watts 4ft Open Array Radar with 15m Cables
T70496 Cyclone Pro 110 Watts 6ft Open Array Radar with 15m Cables
CYCLONE OPEN ARRAY COMPONENTS

E70620 Cyclone Radar Pedestal 55 Watts

E70621 Cyclone Pro Radar Pedestal 110 Watts

E70628 Cyclone 3ft Open Array

E70629 Cyclone 4ft Open Array

E70630 Cyclone 6ft Open Array

CYCLONE OPEN ARRAY CABLES

A80651 Cyclone Power Cable 5M

A80652 Cyclone Power Cable 10M

A80653 Cyclone Power Cable 15M

A80654 Cyclone Power Cable 25M

A80656 Cyclone Data Cable 5m with Raynet connector

A80657 Cyclone Data Cable 10m with Raynet Connector

A80658 Cyclone Data Cable 15m with Raynet Connector

AB80659 Cyclone Data Cable 25m with Raynet Connector
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DESCRIGAO

‘ ARTIGO N.°

RADAR ACCESSORIES

RADOME MAST MOUNTS

A80382 Mast Mount Bracket for Quantum Radome Scanner

M92722 Mast Mount Bracket for 18” (456mm) Radome Scanner

M92698 Mast Mount Bracket for 24” (608mm) Radome Scanner

X10006-SCA Radar Guard for M92722 suitable for 18" radome (not compatible with Quantum)

SELF LEVELLING RADOME MOUNTS

X10000-SCA Self levelling mast mount for 18" / 24” radome scanner

X10001-SCA Self levelling backstay mount (forward mount) for 18" / 24" radome scanner

X10002-SCA Self levelling backstay mount (aft mount) for 18" / 24" radome scanner

RADOME POLE MOUNTS

X10010-SCA Pole mount system for 18" / 24" radome scanner (1.9m height)

X10011-SCA Pole mount system for 18" / 24" radome scanner (2.5m height)

POWER TOWERS

X10013-SCA Power Tower (composite) for 18" / 24" radome scanner (150mm height)

X10012-SCA Power Tower (composite) for 18" / 24" radome scanner (350mm height)

A80121 150mm (6") Stainless PowerTower®

X10018-SCA Antenna Mount for GPS / VHF for use with Power Tower or Pole Mount (Starboard Side)

X10019-SCA Antenna Mount for GPS / VHF for use with Power Tower or Pole Mount (Port Side)

ACCESSORIES

A80007 HS-5 Network Switch (Raynet)

A80731 RNS5 Gigabit Raynet Network Switch

A80162 RayNet (M) to RayNet (M) cable - 100mm
A80160 RayNet (F) to SeaTalkHS (F) adaptor - 400mm
E55060 SeaTalkHS Crossover Coupler

4115028 Weather proof Ethernet coupler

E70096 Evolution EV1 Sensor Core
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O NG A WN S

PN

Pedestal

Parafuso M10 4x

Porca M10 8x

Anilha de mola M10 4x
Anilha simples M10 4x
Junta de montagem
Modelo de montagem
Cabo de dados do radar
Cabo de alimentacdo

VCM100

Bracadeira de cabo

Parafuso de montagem VCM100 2x

Parafuso de montagem da bracadeira de cabo 3x

NOTA: o VCMI100 estd incluido no conjunto de pedestal
Cyclone

o R wN

Antena

Guia de alinhamento roscado
Anilha

Anilha de mola

Porca
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(mm /in.)
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1945mm/76.5in
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PILOTOS AUTOMATICOS

nec

PESCA

VELA

CRUZEIRO

O culminar da experiéncia de Piloto Automatico da Raymarine e tecnologia avancada de orientacdo aeroespacial, os Pilotos
Automaticos Evolution, levam o controlo de diregdo de precisdo a um novo nivel. Cada sistema de Piloto Automdtico Evolution
consiste nos seguintes componentes: um nucleo do sensor Evolution de 9 eixos, uma unidade de controlo do atuador (ACU), um

mecanismo de drive e uma unidade de controlo.

EV-200 A BORDO

O conjunto do sistema EV200 controla embarcagcées com qualquer
drive de tipo 1 (hidrdulico, linear, navegacdo ou poténcia).

ACU-200

Drive Linear tipo 1 Drive Rotativa tipo 1 Bomba Hidraulica tipo 1

EV-400 A BORDO

O conjunto EV400 controla embarcacdes com qualquer tipo de drive
hidrdulica ou mecanica de tipo 1a tipo 3.

L
|

ACU-400

EV-1

P

Drive Linear tipo 1/2

p70Rs p70s

Drive Rotativa tipo 1/2 Bomba Hidraulica tipo 1/2/3

p70Rs

EV-200 DRIVE-BY-WIRE A BORDO

O EV-2 foi concebido para os mais recentes sistemas de direcdo drive-
by-wire e liga-se diretamente ao barramento SeaTalk™® da Raymarine.

Inclui: Volvo; Teleflex Optimus; Xenta; Yamaha e muitos mais.

EV-1

EV-300 SOLENOIDE A BORDO

O sistema EV300 destina-se a ser utilizado com valvulas solenoides
elétricas que controlam o sistema de diregdo hidraulica das

ACU-300

p70Rs

embarcacdes.
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PILOTOS AUTOMATICOS A BORDO

Unidades de Drive Gann cidad.e R AM e/ ze:::;:l:::téz Unidade de controlo por Piloto Automaético
CAGCS (LI ETIER) kg/lbs EV-100 | EV150 | EV-200 | EV-300 | EV-400

Bomba Hidraulica tipo 0,5L 50-125/3-76 ND [ ] o

Bomba Hidrdulica tipo 1 80-230/4,9-14 ND [} [ ]

Drives mecanicas rotativas/lineares tipo 1 11000/24 000 [ ]

Motores de Popa Universais tipo 1 ND [

Bomba Hidraulica tipo 2 230-350/14-21 ND [}
Bomba Hidraulica tipo 3 350-500/21-30,5 ND [ ]
Linear Hidraulico tipo 2 22 000/48 000 [ ]
Linear Hidraulico tipo 3 35 000/77 000 [ ]
Drives Mecanicas Lineares curtas tipo 2 15 000/33 000 L]
Drives Mecanicas Lineares longas tipo 2 20 000/44 000 L]
Drives Mecénicas Rotativas tipo 2 20 000/44 000 L]
Drives Solendides ND L]

Sistemas ZF Saildrive ND [ ]
RODA DO LEME EV-100 CANA DO LEME EV-100 EV-100/EV-150 POWER
O navegador do leme EV-100 inclui uma Os pilotos de cana do leme EV-100 da Para barcos com motor de popa Unico com
roda motriz inteiramente inclusa para uma Raymarine séo perfeitos para grandes iates dire¢do hidraulica, o EV-100 e o EV-150
instalagcdo simples e desempenho de Piloto conduzidos por cana do leme até 6000 kg oferecem uma direc8o perfeita com a

tecnologia Hydro-Balance ™ exclusiva da

Automaético soberbo.

(13 200 Ibs) de deslocacao.

Raymarine.

PILOTOS AUTOMATICOS DE CABINA

s X X Contetido da Embalagem
Descricdo do Piloto de e Tipo de
2 Deslocamento Maximo = R
Cabina Embarcacédo Unidade de .
EV ACU Drive
Controlo

EV-100 de Roda 7500 kg (16 000 Ibs) Vela EV-1 ACU-100 p70s Roda do Leme

Cana do Leme EV-100 6000 kg (13 200 Ibs) Vela EV-1 ACU-100 p70s Cana do Leme

Lembre-se de ter sempre em consideragdo o peso de deslocamento totalmente carregado da sua embarcacao (normalmente 20% acima do deslocamento projetado).
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‘ ARTIGO N.°

DESCRIGAO

Autopilot

EVOLUTION SYSTEM PACKS WITH DRIVES, NO CONTROL HEAD

T70248 Evolution Wheel Pilot, ACU-100, EV1 Sensor Core, EV1 Cabling kit & Wheel Drive. Note MFD or autopilot control head is required
T70249 Evolution Tiller Pilot, ACU-100, EV1 Sensor Core, EV1 Cabling kit & Tiller Drive. Note MFD or autopilot control head is required
T70250 Evolution Hydraulic Pilot, ACU-100, EV1 Sensor Core, EV1 Cabling kit & 0.5 hydraulic pump. Note MFD or autopilot control head is required

EVOLUTION SYSTEM PACKS WITH DRIVES

T70154 Evolution Hydraulic Pilot with p70Rs control head, ACU-100, EV1 Sensor Core, EV1 Cabling kit & 0.5 litre 12v Hydraulic Pump
T70153 Evolution Tiller Pilot with p70s control head, ACU-100, EV1 Sensor Core, EV1 Cabling kit & Tiller Drive

T70152 Evolution Wheel Pilot with p70s control head, ACU-100, EV1 Sensor Core, EV1 Cabling kit & Wheel Drive

T70330 Evolution Hydraulic Pilot with p70Rs control head, ACU-150, EV1 Sensor Core, EV1 Cabling kit & 1.0 litre 12v Hydraulic Pump
T70157 Evolution Hydraulic Pilot with p70Rs control head, ACU-200, EV1 Sensor Core, EV1 Cabling kit & 1.0 litre 12vdc Hydraulic Pump
T70158 Evolution Autopilot with p70s control head, ACU-200, EV1 Sensor Core, EV1 Cabling kit & Type 1 Mechanical Linear drive

EVOLUTION SYSTEM PACKS

T70281 Evolution Autopilot with p70s control head & ACU-100, EV1 Sensor Core, EV1 Cabling kit (suitable for 0.5 Hydraulic, Wheel & Tiller drives)
T70407 Evolution Autopilot with p70Rs control head & ACU-150, EV1 Sensor Core, EV1 Cabling kit (suitable for 1.0l 12v Hydraulic Pump)

T70155 Evolution Autopilot with p70s control head & ACU-200, EV1 Sensor Core, EV1 Cabling kit (suitable for Type 1 drives)

T70156 Evolution Autopilot with p70Rs control head & ACU-200, EV1 Sensor Core, EV1 Cabling kit (suitable for Type 1 drives)

T70160 Evolution Solenoid Autopilot with p70Rs control head & ACU-300, EV1 Sensor Core, EV1 Cabling kit (suitable for Solenoid drives)

T70164 Evolution DBW Autopilot with p70Rs control head, EV2 Sensor Core, EV2 Cabling kit (suitable for drive by wire steering systems)

T70214 Evolution DBW Autopilot with p70Rs control head, EV2 Sensor Core, EV2 Cabling kit (direct Volvo IPS /Aquamatic system connection)
T70580 Evolution DBW Autopilot with p70Rs control head, EV2 Sensor Core, EV2 Cabling kit & Volvo Gateway (direct Volvo IPS /Aquamatic system connection)
T70161 Evolution Autopilot with p70s control head & ACU-400, EV1 Sensor Core, EV1 Cabling kit (suitable for Type 2 & 3 drives)

T70162 Evolution Autopilot with p70Rs control head & ACU-400, EV1 Sensor Core, EV1 Cabling kit (suitable for Type 2 & 3 drives)
AUTOPILOT CONTROL UNIT

E70328 p70s Autopilot Control Head (Sail)

E70329 p70Rs Autopilot Control Head (Power)

A80532 Autopilot Follow-On Tiller Steer Control Head (Standby - Power Steer - Standby)

A80602 Autopilot Follow-On Tiller Steer Control Head (Auto - Power Steer - Auto)

EVOLUTION COMPONENTS

E70096 Evolution EV1 Sensor Core

E70097 Evolution EV2 Sensor Core

E70098 ACU-100 Actuator Control Unit
E70430 ACU-150 Actuator Control Unit
E70099 ACU-200 Actuator Control Unit
E70139 ACU-300 Actuator Control Unit
E70100 ACU-400 Actuator Control Unit
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EVOLUTION ACCESSORIES

R70160 Evolution Cabling Kit

R70192 Evolution Cabling Kit EV-2

R70161 Evolution EV-unit seal pack

R70162 Evolution EV-unit wall bracket

AB0437 RS150/MicroTalk Puck Clamshell Riser Mounting Kit
E15023 SmartController Wireless Autopilot Remote complete with Base Station
E15024 S$100 Wireless Autopilot Remote Complete with Base Station
A18104 $100 Controller only

A18105 Smart Controller only

A18106 Base Station

A80355 Black Bezel for i50/60/70/Pilots (eS / AXIOM style)

R70663 Black Suncover i50/i60/i70/p70/i70s/p70s (€S / AXIOM style)
R70664 Black Suncover for p70R/p70Rs (eS / AXIOM style)

A80356 Gunmetal Bezel for i50/60/70/Pilots (eS series style)
A80357 Grey Suncover i50/i60/i70/p70/i70s/p70s (eS series style)
A80358 Grey Suncover for p70R/p70Rs (eS series style)

R70368 Black Bezel for i50/60/70/Pilots (a, c, e series style)

R22168 Gunmetal Bezel for i50/60/70/Pilots (a, c, e series style)
R22169 i50 /60 /70 / p70 Suncover (a, ¢, €, series style)
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Autopilot
ENGINE CONTROL INTERFACE & ACCESSORIES
E70227 ECI-100 Universal Engine and Control Interface
A80649 Volvo Penta Gateway
E70240 Volvo Engine EVC Link Cable (1M)
E70241 Volvo Engine Y-Loom cable
E70242 Yamaha Command-Link Cable 1M
E70305 Caterpillar Engine 12 Pin Link Cable (400mm)
E70260 NMEA 2000 Devicenet male to Devicenet female cable (2m)
ROTARY DRIVE UNITS
M81135 Type 1/12v Rotary Drive
M81136 Type 2/12v Rotary Drive
M81137 Type 2/24v Rotary Drive
HYDRAULIC PUMPS
E12139 Type 0.5/12v Hydraulic Pump
M81120 Type 1/12v Hydraulic Pump
M81121 Type 2 /12v Hydraulic Pump
M81122 Type 3/12v Hydraulic Pump
M81119 Type 1/24v Hydraulic Pump
M81123 Type 2/24v Hydraulic Pump
M81124 Type 3/24v Hydraulic Pump
HYDRAULIC LINEAR DRIVES
E12207 Type 2/12v Hydraulic Linear Drive
E12208 Type 2/24v Hydraulic Linear Drive
M81202 Type 3/12v Hydraulic Linear Drive
M81203 Type 3/24v Hydraulic Linear Drive
MECHANICAL LINEAR DRIVE UNITS
M81130 Type 1/12v Short Shaft Linear Drive
M81131 Type 2/12v Short Shaft Linear Drive
M81132 Type 2/12v Long Shaft Linear Drive
M81133 Type 2/24v Short Shaft Linear Drive
M81134 Type 2/24v Long Shaft Linear Drive
ACCESSORIES
D228 Linear Feedback Fittings Pack
D250 ST Steel Rudder Reference Ball Pin
M81166 D.P. Check Valve
M81167 Solenoid 12v
M81182 13 Tooth Sprocket
M81183 15 Tooth Sprocket
M81105 Rudder Angle Transducer
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ST1000/ST2000 CANA DO LEME

Pilotos Automaticos de cockpit amoviveis para iates conduzidos
por cana do leme. Os pilotos com cana do leme tém sido
consistentemente o piloto mais popular do mundo.

Deslocamento maximo recomendado Raymarine ST1000: 3000 kg Raymarine
ST2000: 4500 kg. Lembre-se de sempre levar em consideracdo o peso de
deslocamento totalmente carregado da sua embarcacao (normalmente 20% acima

do deslocamento projetado).

‘ ARTIGO N.° | DESCRIGAO
Autopilot

TILLER PILOTS

A12004 ST1000+ Tiller

A12005 ST2000+ Tiller

COCKPIT ACCESSORIES - TILLER
AB0737 EV100 Tiller Drive including Installation Kit
D001 Tiller Pin (2 per Pack)

D002 Mounting Socket (2 per Pack)

D003 Pushrod Extension 25mm (17)

D004 Pushrod Extension 51mm (2)

D005 Pushrod Extension 76mm (3")

D006 Pushrod Extension 102mm (4")
D007 Pushrod Extension 127mm (57)
D008 Pushrod Extension 153mm (6”)
D009 Tiller Bracket 25mm (17)

D010 Tiller Bracket 51mm (2")

DO11 Tiller Bracket 76mm (3")

D159 Tiller Bracket 102mm (4")

D160 Tiller Bracket 127mm (5")

D337 ST1/2000+ Tiller Pilot Plug

D338 ST1/2000+ Tiller Pilot Socket

D339 ST1/2000+ Tiller Pilot Plug and Socket
D026 Pedestal Assembly 38mm (1.5”)
D027 Pedestal Assembly 51mm (2")

D028 Pedestal Assembly 64mm (2.5")
D029 Pedestal Assembly 76mm (3")

D030 Pedestal Assembly 89mm (3.5")
D031 Cantilever Socket Assembly

G004 Tiller Arm End Cap

COCKPIT ACCESSORIES - WHEEL
E12093 Wheel Drive (inc. Fitting Kit)

E15017 Wheel Drive Flat Pedestal Kit
E15018 Wheel Drive GOIOT Installation Kit
A18083 Replacement belt for grey Wheel drive
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P70RS/P70S |<— (mm / in.) —>|
1. Documentacdo @] At [0 Ot
2. Junta de vedacdo do painel z g
3. Cabo spur (A06038) 400 mm (15,7 pol.) SeaTalkN® < £
4. Controlador piloto p70s ou p70Rs g E
5. Protecdo contra o sol } } } = :@D_«‘: =
6. Moldura sobressalente de bronze (A80354) | |
7' Fixag@es de montagem X 4 110mm (4.33in) 110mm (4.33in)
p70s / p70Rs
|<— (mm / in.) —>|
1. Fixador de compensador de equilibrio
2. EV-IE/N-2 50
3. Anel de vedacgdo _ oo .
4. Bandeja de montagem C — = ] 3
5. Anel de vedacéo @ &=
6. Suporte de montagem na parede E EE
7. Parafusos para montagem em deck ou suporte g Qo
8. Parafusos para suporte de parede ) +
9. Pacote de documentos EV-1/EV-2
10. Cabo Spur 10x 1m (3,3 pés) SeaTalkN®
1. Unidade ACU 8
2. Pacote de documentagao D E
3. Parafusos (tipo cabeca panela) &) ® g
4. Cabos Spur para descarnados 1 m (3,3 pés) SeaTalkM® ‘
I I}
180 mm (7.1in) 52 mm (2.0 1in)
ACU-100/ACU-150

1. Unidade ACU

2. Sensor/transdutor de referéncia do angulo do
leme. N&o fornecido com todos os pacotes de
sistema. Também disponivel separadamente
como M81105

Abracadeiras

Parafusos de montagem

Pacote de documentos

uhw

211.8mm (8.33in)

#7

| |
64.5mm (2.53in)

284mm (1118in)

ACU-200/300/400
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jJe———— (Mm/in) —m—]

361mm/ 14.2in

28mm/ 1.1in

I

EV-100 Wheel Pilot

je———  (mm/in)

—

460mm/ 18in

445mm / 17.5in

- ( 000
95mm / 3.7in OOO(D) “m’
[ " h
73mm / 2.8in W

! 589mm / 23.2in !

ST1000/ST2000
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(mm/in.)

—

—yl

460mm /18in

468mm /18.4in

|
-

44mm /1.7in

4
T

620mm /24.5in

EV-100 Cana do Leme
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INSTRUMENTOS

Raymarine
Position | speed
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coG | Depth

320° 325

M| Ft

/\ v M ;nu

VELA CRUZEIRO PESCA

Os instrumentos da Raymarine sdo reconhecidos mundialmente pela sua precisdo, funcionalidades inovadoras e alto desempenho.
Da série 140 economizadora de espaco até a série multifungdes i70s, existem instrumentos Raymarine disponiveis para responder a

todos os requisitos do navegador.

Ecra de instrumentos i40

Grandes displays para barcos a motor mais
pequenos, iates e RIB, estes instrumentos
SeaTalk\¢, oferecem uma integracao total
com Pilotos Automaticos Raymarine e com
equipamentos de navegagao. Compactos
e poderosos, podem ser montados na
superficie ou no munhdo.

Display de Instrumentos i50

A gama i50 consiste em 3 displays digitais:

displays de velocidade e de profundidade
com digitos extra grandes e uma unidade
tridata multi-linhas. Estes instrumentos
elegantes e de funcdo dedicada sdo a
solucdo perfeita para barcos a motor mais
pequenos, iates e RIB.

Display de Instrumentos i60

Concebido a pensar principalmente

para embarcagdes a vela, 0 i60

cobre as opcdes de vento e vento de
reboque curto nos formatos analégico

e digital. Excelentes angulos de visdo e
controlos simples por botdo tornam o i60
extremamente facil de ver e usar.

50°45'.165 N
001°07".424 E 9

Instrumento Multifuncdes i70s

O novo Instrumento Multifungdes i70s
vem repleto de recursos poderosos, mas
permanece excecionalmente facil de usar.
A selecdo da fonte de dados seleciondvel
pelo utilizador permite a facil integragao
em redes multissensor.
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‘ ARTIGO N.° | DESCRIGAO
Instruments
INSTRUMENTS
E70063 i40 Speed Display
E70064 i40 Depth Display
E70065 i40 Wind Display
E70066 i40 Bidata Display
INSTRUMENT PACKS
E70140 i40 Speed Pack, with P371 Speed/Temp Through Hull Transducer
E70141 i40 Speed Pack, with ST69 Speed/Temp Transom Mount Transducer
E70142 i40 Depth Pack, with P7 Depth Through Hull Transducer
E70143 i40 Depth Pack, with P66 Depth Transom Mount Transducer
E70144 i40 Wind Pack, with RotaVecta Transducer
E70145 i40 Bidata Pack, with P371 Speed/Temp & P7 Depth Through Hull Transducers
INSTRUMENTS
E70058 i50 Speed Display (Digital)
E70059 i50 Depth Display (Digital)
E70060 i50 Tridata Display (Digital)
E70061 i60 Wind Display (Analogue)
E70062 i60 Close Hauled Wind Display (Analogue)
E70327 i70s Multifunction Colour Display
INSTRUMENT PACKS
E70147 i50 Speed Pack, with P120 Retractable Speed/Temp Through Hull Transducer
E70148 i50 Depth Pack, with P319 Depth Through Hull Transducer
E70149 i50 Tridata Pack, with P120 & P319 Speed/Temp/Depth Through Hull Transducers
E70150 i60 Wind Pack, with Short Arm Vane Transducer
T70216 i70s System Pack (i70s Colour instrument & Wind, DST txducers, iTC-5, 3M backbone, 5 Way Connector, STng power cable & 2 backbone terminators)
T70542 i70s System Pack (i70s Colour instrument & Wind, Depth/Temp and Speed txducers, iTC-5, 3M backbone, 5 Way Connector, STng power cable & 2 backbone terminators)
E70153 i50 & i60 Wind, Speed, Depth - 3 x Instrument & 3 x Transducer Pack
WIRELESS INSTRUMENT PACKS
T70339 i60, Wireless Wind and backbone Kit (E70361, T120, T113-868, E70061, A06049, A06046, A06064, A06031, A06028)
T70340 i70s, Wireless Wind, DST810 and backbone Kit (E70361, T120, E70617, T113-868, E70327, A06049, A06036, A06064, A06031, A06028)
T70341 i70s, Wireless Wind, DST810, heading sensor and backbone Kit (E70361, T120, E70096, E70617, T113-868, E70327, A06049, A06036, A06064, A06031, A06028)
T70342 i70s, Wireless Vertical Wind, DST810, heading sensor and backbone Kit (E70361, T222, E70096, E70617, T113-868, E70327, A06049, A06036, A06064, A06031, A06028)
ITC-5 INSTRUMENT TRANSDUCER CONVERTER & WIRELESS PUCK
E70010 iTC-5 Instrument Transducer Converter
E70361 Micro-Talk Puck - Micronet to SeatalkNG Gateway
A80370 Pole Mount for RS150 GPS Antenna / Micro-Talk Puck
T70344 Wireless Wind Kit including Heading Sensor for STNG (E70361, T120, E70096, T113-868, A06049, A06036, A06064, A06031, A06028)
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‘ ARTIGO N.°

DESCRIGAO

Instruments

STNG SMART TRANSDUCERS

A22112 DT800 12° Through Hull Depth / Temperature Smart Transducer

A22165 DT800 0° Through Hull Depth / Temperature Smart Transducer

E70667 DST810 0° Through Hull Depth / Speed / Temperature 5Hz Smart Transducer with Trim & Heal and Bluetooth Wireless connectivity (new design paddle wheel)
A80373 P79S In Hull Depth Smart Transducer (NMEA 2000 DeviceNet connection)
T70278 P79S In Hull Depth Smart Transducer (NMEA 2000 with STNG adapter cable)
ACCESSORIES

R70112 i40 Sun Cover

A80353 Black Bezel for i70s

R70663 Black Suncover i50/i60/i70/p70/i70s/p70s (€S / AXIOM style)

AB0354 Gunmetal Bezel for i70s

A80357 Grey Suncover i50/i60/i70/p70/i70s/p70s (eS series style)

A80355 Black Bezel for i50/60/70/Pilots (eS / AXIOM style)

R70368 Black Bezel for i50/60/70/Pilots (a, c, e series style)

R22168 Gunmetal Bezel for i50/60/70/Pilots (a, c, e series style)

R22169 i50 /160 /70 / p70 Suncover (a, ¢, €, series style)

MAST PODS

A80106 Mast Pod - 3 x standard instruments (white)

A80149 Mast Pod - 4 x standard instruments (white)

DEPTH - TRANSDUCERS

E26009 P7 D Shorty™ Low Profile Through Hull Transducer

M78713-PZ P319 Low Profile Through Hull Plastic Depth Transducer 14m Cable
E26030 P17 Depth Through Hull Retractable Transducer

E26027-PZ P66 Depth Transom Mount Transducer

E26001-PZ P79 Depth In Hull Transducer

E26019-PZ B45 Depth Through Hull Transducer Stem - includes Fairing Block
M78717 B17 D Through Hull Retractable Transducer

DEPTH/SPEED/TEMPERATURE — TRANSDUCERS

E26006-PZ i40/50 P65 Depth, Speed, Temperatue Transom Mount Transducer

A22154 DST800 Analog out 200kHz

E26028-PZ i40/50 P66 Depth, Speed, Temperature Transom Mount Transducer

A26043 B744V Bronze Depth, Speed, Temperature Through Hull Transducer (No fairing block)

A26044 B744VL Long Stem Bronze Depth, Speed, Temperature Through Hull Transducer (No fairing block)

SPEED/TEMPERATURE - TRANSDUCERS

E26005 ST69 Speed/Temperature Transom Mount Transducer

E26008 P371 Speed/Temperature Shorty™ Through Hull Transducer

E26031 ST800/P120 Speed/Temperature Low Profile Retractable Through Hull Transducer - 13.7m Cable
E25025 P17 Speed/Temperature Low Profile Through Hull Retractable Transducer - 20m Cable

M78716 B120 Speed/Temperature Low Profile Rectractable Through Hull Transducer

WIND — TRANSDUCERS

T70338 Wireless Wind Kit for STNG (E70361, T120 & T113)

7195 RotaVecta Transducer supplied with 20m (65’) Cable
E22078 Short Arm Vane Transducer supplied with 30m (97.5") Cable
E22079 Long Arm Vane Transducer supplied with 50m (162.5') Cable
A28162 30m Mast Cable & Connector

A28163 50m Mast Cable & Connector

R28170 Short Arm Wind Vane Transducer

R28171 Long Arm Wind Vane Transducer

RUDDER REFERENCE - TRANSDUCERS

M81105

Rudder Angle Transducer
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1. Display de instrumentos i50/i60

2. Cobertura solar (para corresponder as séries i70s, p70s,
p70R, eS)

3. Moldura frontal (para corresponder as séries i70s, p70s,
p70R, eS)

4. Junta

5. Cobertura solar (compativel com Séries a, c & e)

6. Moldura frontal (compativel com Séries a, c & e)

7. Cabo Spur 400 mm (15,7 pol.) SeaTalkN®

8. Terminacédo

9. Parafusos

10. Documentagao

i70s : NA CAIXA

1. Documentacdo

2. Junta de vedagdo do painel

3. Cabo "spur" SeaTalk"® de 400 mm (15,7 pol.) (A06038)

4. Display de Instrumento i70s (fornecido com teclado e moldura
preta (A80353) instalados)

5. Cobertura solar (A80357)

6. Moldura sobressalente de bronze (A80354)

7. Parafusos de montagem 4x

Instrumento 140

Cobertura solar i40

Junta de montagem

Suporte de fixagao

Haste de fixacdo e porca de aperto manual
Cabo de alimentacao SeaTalk™ 1 m (3 pés)
Pacote de documentos

NoupwNn

72mm (2.83")
115mm (4.52")

iB

128mm (5.03")

74

LJ_J_LJ‘ ‘

r : .
110mm (4.33") 110mm (4.33") H 110mm (4.33")

i40 i50 / i60 i70s
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Raymarine

Raymarine

VELA

il

CRUZEIRO

Precisa de acesso instantaneo a dados precisos e ecrds absolutamente fidveis. Os instrumentos Raymarine Wireless exibem todos os
dados de que precisa e ndo ha fios espalhados pelo casco ou a descer o mastro.

Gateway Micro-Talk

O Gateway de Desempenho
sem fios para Vela Micro-Talk
oferece-lhe a flexibilidade

de combinar quaisquer
instrumentos, transdutores,
Displays Multifuncdes e

Pilotos Automaticos com fios
ou sem fios da Raymarine.
Independentemente de estar

a criar um novo sistema do
zero, ou a ampliar um sistema
existente, o gateway Micro-
Talk permite que marinheiros
orientados para o desempenho
aproveitem a precisdo melhorada
e a comodidade da instalacéo
oferecidas pelas opgdes de
transmissor de vento sem fios
alimentado por energia solar da
Raymarine.

Rede sem fios para
Cruzeiro

Os sistemas de instrumentos
sem fios da Raymarine oferecem
acesso instantaneo a dados
precisos de profundidade,

vento, velocidade e GPS. Os
displays sdo simples de instalar,
alimentados por energia solar e
utilizam a rede sem fios Micronet
para comunicar. Os instrumentos
da série Micronet MN100 incluem
opc¢des de displays de vento
analdgicos, de linha simples e de
linha dupla. Esta disponivel uma
ampla selecdo de transdutores,
sensores e acessorios opcionais
para personalizar o seu sistema.

Sem fios para Corridas

Os instrumentos sem fios da
Raymarine oferecem uma
vantagem tatica quer ao
velejador do clube bem como
ao navegador. Além dos dados
de navegacdo, os sistemas de
corrida sem fios da Raymarine
fornecem dados polares,
velocidade e angulo reais do
vento, VMG, dire¢do da bussola
e muito mais. Ecrd pequeno,
ecrd grande e opgdes de méo
garantem que vai ter acesso aos
dados de que precisa e onde os
deseja ver.

Bussola de corrida

Os sistemas de bussola Micro
Compass e Racemaster da
Raymarine oferecem-lhe a
vantagem vencedora com
leituras precisas e fidveis.

O nivelador tatico da Micro
Compass fornece nimeros
claros e estaveis a bombordo
e a estibordo. O Racemaster
um display de dois niveis que
exibe o rumo, o indicador de
mudanca de vento, line bias

e o cronémetro de corrida.
Ambas as bussolas sao 100%
alimentadas por energia solar,
instaladas em segundos e
podem ser facilmente removidas
para armazenamento.

‘ ARTIGO N.°

DESCRIGAO

Wireless Instruments

MICRONET WIRELESS DISPLAYS

T110-868 Wireless Multi Digital Display
T111-868 Wireless Multi Dual Digital Display
T112-868 Wireless Multi Analogue Display
T113-868 Wireless Multi Remote Display
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ARTIGO N.° | DESCRIGAO

MICRONET WIRELESS CRUISING SYSTEMS

T100-868 Wireless Speed & Depth System

T101-868 Wireless Multi Wind System

T163-868 Wireless Power Boat System with Transom Triducer

T103-868 Wireless Speed & Depth System with Triducer

T108-868 Wireless Wind, Speed & Depth System with Triducer

T104-868 Wireless Wind, Speed, Depth & NMEA System

T106-868 Remote Display Starter System

MICRO COMPASS AND ACCESSORIES

T061 Micro Compass System - Includes Micro Compass and Strap Bracket
T060 Micro Compass

T004 Deck Bracket

T005 Strap Bracket

T006 Long Slug Bracket

T008 Cat Pole Bracket

MICRONET WIRELESS RACING PRODUCTS

T070-868 Micronet Race Master

T074-868 Micronet Race Master System and Transducer

T075-868 Micronet Race Master System, Triducer and Solar Panel

T210 Wireless Multi Maxi display

T215 Wireless Multi Dual Maxi Display

T222 Wireless Vertical Wind Transmitter

T221 Mast Rotation Transmitter

PP30-868 Performance Pack 30 (wind, speed, depth & compass txducers, 2-up mast bracket, NMEA interface, dual, maxi, dual maxi, & remote control displays)
PP40-868 Performance Pack 40 (wind, speed, depth & compass txducers, 3-up mast bracket, NMEA interface, dual, 3 x maxi, & remote control displays)
PP50-868 Performance Pack 50 (vertical wind, speed, depth & compass txducers, 3 up mast bracket, NMEA interface, dual, 3 x maxi, & remote control displays)
MICRONET COMPONENTS AND ACCESSORIES

E70361 Micro-Talk Puck - Micronet to SeatalkNG Gateway

A80370 Pole Mount for RS150 GPS Antenna / Micro-Talk Puck

T70338 Wireless Wind Kit for STNG (E70361, T120 & T113)

T137 Slug Mast Bracket 1 up (Digital, Dual, Analogue Range)

T231 Mast Bracket 1 up (for Maxi, Dual Maxi or Race Master)

T232 Mast Bracket Maxi 2 up (for Maxi, Dual Maxi or Race Master)

T234 Mast Bracket Maxi 3 up (for Maxi, Dual Maxi or Race Master)

T909 Compass Transducer

T120 Wind Transmitter

21 Hull Transmitter

T122 Wireless Interface

T138 External Solar Panel (9V) - 108mm x 108mm

T235 Carbon Black Bezel for T110, T111, T112

T910 Triducer (Speed, Depth and Temperature in One, Retractable - 50m range)
T911 Speed Transducer (Speed and Temperature, Retractable with Flap Valve)
T912 Depth Transducer (Depth, Retractable - 80m Range)

T942 Bronze Fitting for Long Body Transducer

T943 Flush Fitting for Long Body Transducer

T139 Alarm Booster

T050 Large Deck Bracket

T905 Depth transducer (50mm through/in hull)

T908 GPS Antenna with NMEA 0183 output

TA900 Paddle Wheel Replacement Kit for T911

TA106 Instrument Cover for Digital, Dual Digital or Analogue Displays

63




Raymarine

CAMARAS TERMICAS

77 )

VELA CRUZEIRO PESCA

As camaras maritimas de imagem térmica FLIR transformam a noite em dia, mantendo-o protegido e permitindo-lhe navegar com
confianca. Desde pequenas embarcacdes a superiates, a FLIR oferece Camaras Térmicas de vanguarda que sdo resistentes, fidveis e

faceis de utilizar.

AX8

Fique de olho em equipamentos criticos
como motores, coletores de escape e
rolamentos de eixo para identificar problemas
antes que estes o deixem preso na agua.

X
3
IR -
M232

A nossa mais pequena e acessivel cdmara de
visdo noturna térmica maritima de movimento
e inclinagdo. Utilizando o nosso nicleo
térmico Boson™ de Ultima geragao, a M232
permite que os navegadores vejam a noite
em resolucdo térmica 320 x 240 e também
possui zoom digital 2x.

M300 SERIES

A série M300 define um novo padrao para
navegacdo maritima segura e consciéncia
situacional. Aplicando tecnologia de
estabilizacdo melhorada para imagens
visiveis, térmicas ou multi-espectro de alto
desempenho, as cdmaras maritimas da série
M300 oferecem uma visao inabaldvel em
ambientes de alto risco.
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CAMARAS TERMICAS

‘ ARTIGO N.° | DESCRIGAO
Thermal Cameras
AX8 ENGINE ROOM CAMERA
E70321 AX8 Thermal and Visible Imaging Camera for temperature measurement
261-2319-00 AX8 RAM Mount Kit
M SERIES PAN & TILT THERMAL CAMERAS
E70354 M232 Thermal IP Camera (320 x 240, 9Hz) with Pan, Tilt and electronic zoom
M SERIES STABILISED PAN & TILT VISIBLE / THERMAL CAMERAS
E70605 M300C Stabilized Pan & Tilt Visible IP Camera with 30X Optical Zoom
E70528 M332 Stabilised Pan & Tilt Thermal IP Camera (320 x 256, 24° FoV) with electronic zoom
E70519 M364C Stabilised Pan & Tilt Thermal IP Camera (640 x 512, 24° FoV) with electronic zoom and Colour Low Light Camera with 30X electronic zoom
E70521 M364C LR Stabilised Pan & Tilt Thermal Long Range IP Camera (640 x 512, 18° FoV) with electronic zoom and Colour Low Light Camera with 30X electronic zoom
ACCESSORIES
T70477 JCU1 PoE Injector Kit (includes JCU1, weather cover, mounting hardware, PoE Injector and 25ft Ethernet RJ-45 to RJ-45 Cable)
T70478 JCU2 PoE Injector Kit (includes JCU2, mounting hardware, PoE Injector and 25ft Ethernet RJ-45 to RJ-45 Cable)
A80510 M200/M300 Joystick Control Unit (JCU3)
E70537 AR200 IP Camera Stabilisation Module, for Augmented Reality
A80667 M300 0.5m Cable Kit
A80696 M300 3m Cable Kit
A80664 M300 10m Cable Kit
AB0437 RS150/MicroTalk Puck Clamshell Riser Mounting Kit
A80370 Pole Mount for R§150 GPS Antenna / Micro-Talk Puck
A80511 M232 Right Angle Single Keyway Power Cable, 10m
A80512 Raynet Right Angle (F) to Raynet Straight (F) cable - 10m
A80513 Adaptor, Raynet to RJ45 Cable, 100mm
A80509 Top Down Riser, M100, M200
AB0643 M300 Gasket Set for the Top-Down Riser
A80641 M300 Top-Down Riser Kit including Gaskets, Nuts & Bolts
A80508 IP to Analog Video Decoder
4230175 8-Port Industrial Power Over Ethernet Unmanaged Switch
CAMERA MOUNTS
AB0571 M232 Thermal Camera Mast Mount Bracket
A80640 M300 Thermal Camera Mast Mount Bracket
A80119 Thermal Camera Power Tower 150mm
A80120 Thermal Camera Power Tower 300mm
AB0147 Tapered mast for Radome / Thermal / Light
A80148 Tapered mast for Radome / Thermal / Sat TV
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CAMARAS TERMICAS

AX8: NA CAIXA

Camara Térmica AX8

Suporte de arrefecimento

Injetor POE (consulte o aviso "Fonte potencial de ignigdo")

Chave Torx T6

Parafuso sextavado de 1x 1/4” - 20 x 30 mm (para encaixar o

suporte de arrefecimento no suporte de montagem opcional:

R70375.)

6. 4 parafusos N.° 6 x 25 mm (para montagem em superficie de
suporte de arrefecimento/conjunto de camara)

7. 4 parafusos torx PT 22x8 T6 (para encaixar o suporte de
arrefecimento na camara).

8. 4 parafusos sextavados 10-32UNF 1/2" (para encaixar o
suporte de arrefecimento na montagem opcional RAM®
261-2288-00)

9. Documentagao

10. Cabo Ethernet de 5m (M12 X - codificado para RJ45) (para ligar
a camara ao injetor PoE)

11. 3m de cabo adaptador de RayNet para RJ45 (para ligar o

injetor PoE ao Raymarine MFD ou comutador de rede)

oos W

SERIE M2XX: NA CAIXA

1. Camara Térmica

2. Vedacgdo da base da Camara Térmica

3. 3 xfixadores de Camara Térmica: porcas, porcas abobadas,
arruelas de pressdo, anilhas planas e pinos roscados

4. 2 x decalques autoadesivos (apenas para montagem

com bola)

Cabo adaptador RayNet para RJ45 (100 mm)

Cabo RayNet-para-RayNet em angulo reto (10 m)

Cabo de alimentagdo de 3 pinos em angulo reto (10 m)

® N o

Kit completo de "riser" (inclui "riser", vedacao de base do
"riser" e modelo de montagem do "riser")

9. Pacote de documentagao
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CAMARAS TERMICAS

1. Camara M300

2. Vedacdo da base da cdmara

3. Junta da camara

4. Cabo adaptador RayNet para RJ45 120 mm (4,72 pol.)

5. Cabo RayNet-para-RayNet em angulo reto 3 m (9,8 pés)

6. Cabo de video HD-SDI de angulo reto (com ligacdes BNC)
3m (9,8 pés)

7. Alimentacdo angular/NMEA 0183/cabo de video de 3 m
(9,8 pés)

8. '"Riser" de montagem
9. 3xfixacBes de camara: porcas, porcas abobadas, arruelas de

pressdo e anilhas planas, pinos roscados

10. 2 x decalques autoadesivos (apenas para montagem com
bola)
11. Pacote de documentacdo

je——m—-— (mm/in) —m—]

54mm (2.1in) 25mm (1.0in)

(T 1]

229.3mm (9.03")
328.3 mm (12.9 in)

95mm (3.7in)

222.2 mm (8.7 in)

jé - TR
. 161.1mm (6.34")
H H
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CAMARAS DE VIDEO

NOVO
VELA CRUZEIRO PESCA

A mini camara IP dia/noite CAM300 € uma camara visivel de amplo campo de visdo projetada para chartplotters Axiom da Raymarine.
Equipada com um sensor de video HD, o CAM300 transforma o Axiom num poderoso sistema de observacdo de video a bordo.
Utilize o CAM300 para monitorizar pontos cegos, ver a tripulacdo ou assistir e gravar todas as ag8es de pesca a partir da estacao

de governo. Combine o CAM300 com o sensor Raymarine AR200 e tome decisdes de navegacao mais inteligentes utilizando a
realidade aumentada ClearCruise para sobrepor alvos AlS, pontos de passagem e objetos cartograficos no display de video Axiom.

- Visualize até 4 transmissées de video CAM300 esfera para cima/esfera para baixo e video reverso
simultaneamente num unico display Axiom - ONVIF Profile S compativel para compatibilidade com

. O sensor CMOS de 3MP oferece uma resolu¢do de até 1080p aplicacdes do sistema de seguranga

- Emissores de infravermelho integrados para excelente - Fd&cil de instalar com ligacdo direta de 12 volts ou alimentacdo
visibilidade de baixa luminosidade de campo de até 33 pés (10 de cabo Unico por Ethernet (POE)
metros) - Alojamento de IP66 robusto para instalagdes maritimas abaixo

- As fungdes de inversdo e rotacao de imagem para instalagdo e acima do convés

‘ ARTIGO N.° | DESCRIGAO

Day & Night Video Cameras

DAY AND NIGHT IP VIDEO CAMERA

E70346 CAM210 Bullet CCTV Day and Night Video Camera (IP Connected)
E70347 CAM220 Eyeball CCTV Day and Night Video Camera (IP Connected)
E70660 CAM300 Eyeball CCTV Day and Night Video Camera (IP Connected)
4115028 Weather proof Ethernet coupler

A62360 RayNet (F) to RJ45 (M) cable - 1m

A80151 RayNet (F) to RJ45 (M) cable - 3m

AB0159 RayNet (F) to RJ45 (M) cable - 10m

4113746 12V Power over Ethernet Injector
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CAMARAS DE VIDEO

Céamara CAM300
Documentacao

Parafusos de montagem x3
Chave hexagonal (chave Allen)
Junta a prova de agua

opwN S

59mm/232in

53mm/2.1in

23.5mm/0.93in

o . =

" 69.5mm/2.74in

670 mm /2.2 ft

v
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CLEARCRUISE AR

7] )
VELA CRUZEIRO PESCA

O ClearCruise™ AR oferece uma percecao melhorada sobre a dgua a familia de visores multifungdes Axiom® da Raymarine. Com

o ClearCruise AR, os utilizadores do Raymarine Axiom podem tomar decisdes mais inteligentes com objetos de navegacao
sobrepostos diretamente no ecrd de video de alta definicdo do Axiom.

R/V CONNEC... f

U-zgnm '

Tome decisdes mais inteligentes Reconhecer e responder ao trafego maritimo préximo
Veja objetos de navegagao criticos sobrepostos em video HD. O Rotulos codificados por cores permitem uma identificacdo instantanea,
trafego de embarcagdes equipadas com AlS e os auxilios a navegacdo estado e avaliagao de risco de alvos do Live AIS. O ClearCruise AR
mapeados sdo claramente identificados com gréficos ricos numa disponibiliza uma identificacdo positiva de embarca¢des equipadas
imagem de video dindmica em tempo real. com AIS no horizonte.

Compreenda situacées de navegacdao complexas Veja os pontos de passagem no mundo real
Os principais objetos da carta sdo identificados para um Visualize marcas e pontos de passagem proximos para facilitar a
reconhecimento instantadneo. A tecnologia ClearCruise AR mostra navegacdo. A tecnologia ClearCruise AR facilita a selecdo das boias
visualmente onde os seus pontos de passagem e as suas marcas suas que marcam os limites do canal seguro num dia nebuloso.

marcas estdo localizados.
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CLEARCRUISE AR

ARTIGO N.° | DESCRIGAO

AUGMENTED REALITY

T70453 Augmented Reality Pack including CAM220 Eyeball camera, AR200, STNG 1m Backbone, T-piece & 10m Raynet Cable
T70452 Augmented Reality Pack including CAM210 Bullet camera, AR200, STNG 1m Backbone, T-piece & 10m Raynet Cable
T70581 Augmented Reality Pack including CAM300 Eyeball camera, AR200, STNG 1m Backbone, T-piece & 10m Raynet Cable
E70537 AR200 IP Camera Stabilisation Module, for Augmented Reality

jJ————— (mm/in) —]

23.5mm/0.93in

26.61 mm / \ 59 mm/2.32in

(1.05 in) D 4
77hﬂ't”w\k‘lw‘\‘\‘MHH‘HI‘I‘\‘H\‘M‘HM SRS Onnaony ‘HJ ———— WL m =3

14.96 mm

(0.59 in) >

53mm/2.1in 69.5mm/2.74in

‘ 108.48 mm (4.27 in) ‘

v

670 mm /2.2t |

AR200 CAM300

1. Fixador de compensador de equilibrio (topo).

2. Pequeno anel de vedacado

3. AR200.

4. 3 xfixacOes de suporte de anteparo grande (parafuso pozi
cabeca panela DIN7981 ST 3,9x22 C Z A4 aco inoxidavel).

5. Bandeja de montagem (fundo)

6. 4 x pequenas fixagdes de montagem em superficie
(parafuso pozi cabega panela DIN7981— ST 2,9x13 C Z A4
aco inoxidavel).

7. Suporte de antepara (parede).

8. Anel de vedacdo grande.

9. Documentagéo.

10. Cabo SeaTalk™® (branco) de 6 m (19,69 pés).
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TELEVISAO POR SATELITE

-

e m——
m - s »
VELA CRUZEIRO PESCA

As antenas de Televisdo por Satélite da Raymarine trazem a mesma combinacdo de alto desempenho e facilidade de uso para o seu
entretenimento a bordo que esperaria do seu sistema de entretenimento doméstico. Alojado numa dome compacta, 0 Nosso sistema
de antena controla e recebe automaticamente sinais de Televisdo por Satélite em quase todas as condi¢des, garantindo um acesso
rdpido, claro e fidvel a centenas de canais digitais.

‘ ARTIGO N.° | DESCRIGAO
Satellite TV
33STV, 37STV, 45STV AND 60STV SATELLITE TV ANTENNAS
E70454 33STV - 33cm Satellite TV System for Europe, Brazil & Mexico
E70457 37STV - 37cm Satellite TV System for Europe, Brazil & Mexico
E70462 458TV - 45cm Satellite Antenna System for Europe, Brazil & Mexico
E70466 458TV - 45¢cm Satellite TV Antenna System with Auto Skew for Europe
E70473 60STV - 60cm Satellite TV Antenna System for Europe, Middle East, Brazil & Mexico
OTHER SATELLITE TV
E70453 33STV - 33cm Satellite TV Antenna System Americas
E70456 37STV - 37cm Satellite TV Antenna System Americas
E70461 458TV - 45¢cm Satellite TV Antenna HD System Americas
E70471 60STV - 60cm Satellite TV Antenna HD System Americas
E70455 33STV - 33cm Satellite TV System for New Zealand
E70458 378TV - 37cm Satellite TV System for New Zealand
E70459 37STV - 37cm Satellite TV System for Australia (replaces E42192-2)
E70460 37STV - 37cm Satellite TV System for China inc SAT9
E70463 45STV — 45cm Satellite TV Antenna System for New Zealand
E70464 45STV - 45¢m Satellite TV Antenna System for Australia
E70468 45STV — 45cm Satellite TV Antenna System for China inc SAT9
E70474 60STV - 60cm Satellite TV Antenna System for China and New Zealand
E70475 60STV - 60cm Satellite TV Antenna System Gen 2 for Australia
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TELEVISAO POR SATELITE

ARTIGO N.° | DESCRIGAO

SATELLITE TV ACCESSORIES

E42172 33STV Empty Dome and Baseplate

E96016 37STV Empty Dome and Baseplate
E96009-V 45STV Empty Dome and Baseplate

E96013 60STV Empty Dome and Baseplate

E96007 Power/Data Cable — ACU to the Antenna 30m
E96008 RF Cable 30m

SAT TV MOUNTS

X10118-SCA Antenna Dish Mount for 33STV

X10021-SCA Antenna Dish Mount for 37STV

X10022-SCA Antenna Dish Mount for 45STV

X10023-SCA Antenna Dish Mount for 60STV

X10026-SCA 0°-12° Adjustable Base Wedge for use with antenna dish mount

33STV/37STV/45STV/60STV

1. DOMESTV
2. Unidade de controlo de antena (ACU)
3. Pacote de acessorios

o 9@—8

je——————— (mm/in) ——]|

698mm (17”)

430mm (16.9") 500mm (19.7")

370mm (14.5")

Raymarine

710mm (27.95")

Raymarine

530mm (20.9")

380mm (15”)
440mm (17.3")

‘

324mm (12.7") 303mm (11.93")

141mm (5.5") x 233mm (9.2")
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AlS
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VELA CRUZEIRO PESCA

Os sistemas AIS (Automatic Identification System) permitem a troca sem fios do estado de navegacgao entre as embarcagdes e
0s centros de monitorizagcdo de tréfego em terra. Os navios comerciais, navios oceanicos e barcos de recreio equipados com
transcetores AlS transmitem mensagens AlS que incluem o nome do navio, rumo, velocidade e estado de navegacdo atual.

TRANSCETOR DE AIS AIS700 TRANSCETOR AIS AIS4000

O AIS700 € um transcetor Classe B com a mais recente tecnologia SO- O AIS4000 possui um ecra colorido de alta definicdo para acesso

TDMA. Completo com um splitter de antena interno que permite que o rapido a cartas integradas, alarmes e localizagdo. O suporte adicional

AIS partilhe a antena com o VHF. para rede com e sem fios com sistemas de bordo torna o AIS4000 um
transcetor de classe A com certificacdo SOLAS e para vias navegaveis
interiores.
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AlS

‘ ARTIGO N.° | DESCRIGAO

Automatic Identification Systems - AIS
Automatic Identification Systems - AIS

E70476 ‘ AIS700 Class B Transceiver with integrated splitter

Automatic Identification Systems - AIS Class A

E70601 ‘ AIS4000 Transponder Bundle

ACCESSORIES

A80586 AIS 4000/5000 mounting bracket

AB0587 AIS4000 / AIS5000 POWER CABLE

A80588 AIS4000 / AIS5000 JUNCTION BOX

A80589 AIS 4000/5000 GNSS antenna

A80590 AIS 4000/5000 VHF Antenna (and fixings)

A80593 AIS 4000/5000 Junction Box Data Interface Cables

A80594 AIS 4000/5000 “Silence” push switch

A80597 VHF Connector (PL-259 - Male)

A80598 VHF Connector (PL-259 - Female)

A80599 GPS Connector (TNC - Male)

A80600 GPS Connector (TNC - Female)

A06045 DeviceNet (Female) to STNG Spur (Female) Adaptor Cable (400mm)
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AlS

AIS700: NA CAIXA

23oeNouRWNS

Transcetor

Antena GNSS com cabo de 2 m

Cabo de Alimentagdo/Dados

Cabo de Rddio VHF Tm

Cabo adaptador DeviceNet para SeaTalkN®

Junta de Antena GNSS

Estrutura de Montagem de Poste de Antena GNSS
Fixagdes da Unidade AIS

Parafusos

Documentacgdo

Fixacdes para antena GNSS de montagem em superficie
opcional

AIS4000: NA CAIXA

VI NOURWNS

Transcetor AIS

Manual do Produto

Pacote de Documentacdo
Fixadores

Suporte de Montagem

Cabo STng para DeviceNet

Cabo de alimentacao

Cabo de dados de 14 vias

Cabo de dados 18 vias

Conjunto de Cabo de Antena GNSS
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77




Raymarine

COMUNICACOES DE VHF
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VELA CRUZEIRO PESCA

Desde radios VHF compactos a derradeira solugdo de comunicacdes completa, temos um radio VHF para todos os navegadores!
Serd sempre ouvido com um radio VHF da Raymarine. Quer seja 0 nosso novo Ray53 compacto, Ray63 completo ou o Ray73
multifungées, pode depender do seu rddio VHF da Raymarine por muitos anos para uma comunicagdo sem problemas no mar.

RAY53

O rddio Ray53 da Raymarine € pequeno

em tamanho, mas grande em recursos e
desempenho. O Ray53 é um radio de VHF
maritimo de fungdo completa com Chamada
Seletiva Digital (DSC) Classe D e um recetor
GPS integrado

RAY63

A Ray63 oferece desempenho VHF de
confianga, controlo de mdltiplas estacdes e
capacidade de intercomunicacgdo utilizando
controladores opcionais RayMic sem e
com fios. O Ray63 tem um recetor de GPS
integrado e inclui chamada seletiva digital
(DSC - Digital Selective Calling) Classe D.

RAY73

A Ray73 tem todas as op¢Ses de recursos,
desempenho e controlo remoto como o
Ray63 de tamanho total mais um recetor AIS
integrado. As portas NMEAO183 e NMEA2000
permitem que o Ray73 se ligue a chartplotters
para fungdes AlIS e DSC.

RAY90

O radio modular de VHF Ray90 de
montagem fixa da Raymarine eleva as
comunicagdes entre varias estacoes a um
novo nivel de poténcia, desempenho e
flexibilidade. O Ray90 € uma caixa preta
com um transcetor que se esconde sob o
seu leme, num armario ou praticamente em
qualquer lugar.

RAY91

Além de ser um sistema de radio VHF
completo, o Ray91também possui um recetor
de Sistema de Identificacdo Automatica

(AIS) integrado. O Ray91 pode receber as
transmissdes de navegacdo e seguranca

de embarcacdes equipadas com AIS nas
proximidades e partilha-las através do seu
DMF compativel, plotter cartogréfico, radar e
instrumentos.
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COMUNICACOES

DE VHF

‘ ARTIGO N.° | DESCRIGAO

VHF Radios

VHF Radios

E70524 Ray53 VHF Radio with Integrated GPS receiver

E70516 Ray63 VHF Radio (optional 2nd handset) with Integrated GPS receiver

E70517 Ray73 VHF Radio (optional 2nd handset) with Integrated GPS and AlS receiver

E70492 Ray 90 VHF Black Box (inc wired handset, passive speaker and cable)

E70493 Ray 91 VHF Black Box with AIS Rx (inc wired handset, passive speaker and cable)

T70424 Ray 90 VHF Black Box with AIS 700 Tx & Rx (inc wired handset, passive speaker and cable)

VHF RADIOS ACCESSORIES

T70469 Ray 63/73 Wireless 1st Station including Wireless Handset, Wireless Hub, Active Speaker & adaptor cable
T70433 Ray 90/91 Wireless 1st Station including Wireless Handset, Wireless Hub and Active Speaker
T70434 Ray 63/73/90/91 Wireless 2nd Station including Wireless Handset and Active Speaker

T70432 Ray 63/73/90/91 Wired 2nd Station including Raymic Handset, Y-cable, Passive Speaker & 10m cable
A80540 Ray 63/73/90/91 Wireless Hub

A80541 Ray 63/73/90/91 Wireless Hub Aerial extension (5m)

A80542 Ray 63/73/90/91 Passive Speaker

A80543 Ray 63/73/90/91 Active Speaker

A80544 Ray 63/73/90/91 Wireless Handset (inc Holster/Charger)

A80289 Ray 63/73/90/91 Raymic Handset (without cable)

A80291 Ray 63/73/90/91 Raymic 5m Extension Cable

A80292 Ray 63/73/90/91 Raymic 10m Extension Cable

A80290 Ray 63/73/90/91 Raymic 15m Extension Cable

A80296 Fistmic Adaptor Cable (12 pin to 8 pin) 400mm

A80297 Handset Adaptor cable (12 pin to 12 pin) with passive spk output (400mm)

A80333 Black Bezel for Ray 63/73

R70739 Wireless adaptor cable (Ray63/73) 220mm

R70484 VHF Handset Hanger

M95435 External Hailing Horn Speaker
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RAY53: NA CAIXA

Radio VHF

Cobertura solar

Junta de montagem em painel

Suporte de montagem (munhao)

Botdes do suporte de montagem

Placa de gancho fistmic

4 x parafusos M4x25 (para montagem em suporte (munhdo))

Documentacao

4 x porcas M4, arruelas de pressdo e parafusos de maquina

M4x25 (para montagem em painel)

10. Capa protetora da antena

11. 2 x parafusos M4x12 (para montagem em placa de gancho
Fistmic).

12. Tampdo de vedacao SeaTalkM®

13. Cabo Spur SeaTalkM® 400 mm (15,7 pol.)

CONOO A WN

RAY63/73: NA CAIXA

Radio VHF

Cobertura solar

Junta de montagem em painel

Fistmic

Suporte de montagem (munhdo)

Botdes do suporte de montagem

Placa de gancho fistmic

4 x parafusos M4x25 (para montagem em suporte (munh&o))

Documentagao

10. 4 x porcas M4, arruelas de pressdo e parafusos de maquina
M4x25 (para montagem em painel)

11. Capa protetora da antena

12. 2 x parafusos M4x12 (para montagem em placa de gancho
Fistmic)

13. Tampdo de vedacgdo SeaTalkN®

14. Cabo Spur SeaTalk® 400 mm (15,7 pol.)

CONOOAWNS
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COMUNICACOES DE VHF

RAY90: NA CAIXA

1. Estacdo base de rddio Ray90/Ray91 VHF DSC (incluindo
cabo de alimentacdo e dados instalado)

2. Suporte de telefone com fios
‘ ml"" 3. Telefone com fios
Reymering 4. Cabo adaptador de telefone com fios com RCA Audio
e —) 400mm
5. Altifalante passivo e moldura
@ ’. @ ‘ ‘ 6. Junta de montagem de altifalante passivo
7.  4x parafusos M4x25 (para montagem de altifalante com fios)
8. Documentagdo
@ 9. 4x parafusos M4x25 (para montagem da estagdo base)
10. 6x parafusos M4x12 (para suporte de telefone e placa
de gancho)
@ (16 e 11. Cabo adaptador DeviceNet para SeaTalk® 1 m (3,28 pés)
- 12. Placa de gancho do handset
0 l!!! @ iii m 13. Placa de montagem de cabo através de painel
14. Junta de placa de montagem de cabo através de painel

15. Porca de montagem de cabo através de painel
16. Parafusos (3x) de montagem de cabo através de painel
17. Tampa anti-poeira de montagem de cabo através de painel

e LU A E— |

168mm (6.6 in.) .
199mm (7.8 in.) - ————————— _w =

156mm (6.1in.) 5 N}
= = $ rm== | | £ = 5
- > = £
R t o [Reymarine e|| s E T E

b g
® S - x= =,
- 226mm (8.91in.) ‘ ‘ ‘ L—'
192.5mm (7.6 in.) I ‘ &I 235.95 mm (9.29 in) S e (2.40in) "H18.5mm (4.67 in) 66.9 mm (2.63 in)
RAY53 RAY63/73 RAY90/91
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DOCKSENSE

TECNOLOGIA DE ATRACAGEM ASSISTIDA
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CRUZEIRO

PESCA

CONTROLO DOCKSENSE" - TECNOLOGIA DE ATRACAGEM ASSISTIDA

O DockSense encontra-se disponivel como parte dos sistemas DockSense Control e DockSense Alert. O DockSense Alert fornece
aos comandantes uma melhor consciéncia situacional. O DockSense Control integra-se nisto com o motor da embarcacado e sistema
de controlo, conforme detalhado abaixo. Os sistemas Yachtsense estdo disponiveis apenas por meio de construtores de barcos e

revendedores técnicos.

O DESAFIO DE ATRACAR

Atracar um barco pode ser uma experiéncia complicada, mesmo para
os comandantes mais experientes. Frequentemente, o vento e as marés
tornam a tarefa mais dificil, e os problemas de atracagem podem tornar-
se em reparacdes caras. O sistema de controlo Raymarine DockSense™
foi concebido para aumentar a capacidade de manuseio do barco

pelo comandante, utilizando a tecnologia de zona Virtual Bumper™ do
sistema ao redor da embarcagdo. Se um objeto como um pilar ou outra
embarcacao encontrar o Vitual Bumper, o DockSense™ Control introduz
automaticamente comandos corretivos de direcdo e aceleragdo para
evitar o objeto e ajudar o comandante a guiar o navio até a doca.
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O FUTURO DO MANUSEAMENTO DO BARCO

O DockSense™ Control utiliza o sistema de posicionamento global
(GPS) e o sistema de referéncia de atitude (AHRS) para compensar

os efeitos do vento e das correntes, garantindo que o navio entre

na doca sem sustos nem colisGes caras. Os sistemas de controlo
Raymarine DockSense™ incluem varias cdmaras de visao de maquina
FLIR, um modulo de processamento central e a aplicacdo DockSense™
Control em execugdo no visor de navegacdo Axiom da Raymarine. O
sistema integra-se com modernos sistemas de propulsdo por joystick,
fornecendo comandos assistidos de direcdo e aceleracdo para ajudar
0s comandantes para uma chegada suave.
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DOCKSENSE

TECNOLOGIA DE ATRACAGEM ASSISTIDA

DOCKSENSE™ ALERT

O DockSense Alert é a préxima geragao da tecnologia de ancoragem inteligente da Raymarine, concebida para aumentar a
consciéncia do comandante sobre as suas imediacdes enquanto manobra o navio em locais apertados. Utilizando tecnologia
avancada de cdmara de visdo estéreo, o Alerta DockSense deteta objetos acima da linha de agua e cria um mapa intuitivo de
perigos potenciais em redor da embarcacao. As transmissdes de video em tempo real melhoram a visdo do comandante, enquanto
alertas audiveis e visiveis o informam quando um objeto se encontra perto da embarcacdo.

ATRAQUE COM CONFIANCA

O Alerta DockSense dé aos comandantes a confianca para atracar

em condicdes desafiantes em qualquer doca, em qualquer local. Ao
contrario de outros assistentes de atracagem, o Alerta DockSense nao
requer sinalizadores ou sensores externos complexos. O DockSense
Alert da Raymarine € totalmente independente e integrado com o
sistema de navegagdo da embarcacdo e estd pronto para uso em todos
os locais de atracagem.

Ao leme, a aplicacdo DockSense Alert da Axiom fornece um mapa
informativo que mostra a distancia dos objetos ao redor do barco.

As transmissGes de cdmara ao vivo ddo mais confianga, eliminando
pontos cegos e permitindo que o capitdo veja o que estd a acontecer
em tempo real. O DockSense Alert também oferece notificagdes Uteis
sintonizadas com a distancia de alerta de proximidade preferida do
comandante.

INTEGRACAO NA EMBARCAGAO DO DOCKSENSE ALERT
Os sistemas DockSense Alert foram concebidos a pensar numa
instalacdo de engenheiros profissionais e cada sistema integra-se nos
displays de navegacdo multifungdes Axiom, da Raymarine. Além das
avancadas camaras de visdo estéreo 3D, os sistemas DockSense Alert
requerem rumo de precisdo e tecnologia de dete¢gdo de movimento
na forma dos sensores de rumo AR250 e AR270 DockSense. Os dois
sensores combinam para criar um sistema de bussola GPS de alta
precisdo, ndo afetado por interferéncia magnética. Ao equipar uma
embarcacdo, os especialistas da Raymarine DockSense fardo parceria
com a sua equipa de engenharia para criar um sistema DockSense Alert
que lhe dé o maximo de cobertura e confianga.

‘ ARTIGO N.° | DESCRIGAO

DockSense

DockSense Alert - available through Boat builders and specialist technical dealers only.
T70486 DockSense Alert 1 Camera System

T70487 DockSense Alert 3 Camera System

T70488 DockSense Alert 5 Camera System

DockSense Control - available through Boat builders and specialist technical dealers only.
T70489 DockSense Control 3 Camera System

T70490 DockSense Control 5 Camera System
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ECOSSISTEMA YACHTSENSE

O novo Ecossistema YachtSense permite a integragdo
completa a bordo e fora de bordo com todos os dispositivos
ligados a rede da embarcagao.

Um sistema instalado garante aos comandantes e proprietarios
de embarcagdes a prontiddo da sua embarcacdo antes,
EPEEEE E = ' durante e apds a viagem. Estardo sempre ligados a

— embarcacdo.

Pan NP Oyl

Os preparativos da viagem podem comecar antes de sair de
casa e enquanto a bordo, os convidados e a tripulagdo podem
ser ligados a embarcacdo.

Componentes do Ecossistema YachtSense

NIVEL 1: COMANDO MOVEL

Woxew  w ww D a0+ 26767 N : APLICACAO MOVEL RAYMARINE
b | 79" EBO33'W
; A APP Raymarine® pode operar independentemente do
mﬂsu ; YachtSense Link e do YachtSense. A aplicacdo liga-se diretamente

aos displays Axiom® através de Wi-Fi.

» Transmita e controle os displays multifuncdes Axiom a partir de qualquer
local a bordo

- Faca copias de seguranca de pontos de passagem, percursos e
capturas de ecrd no seu dispositivo movel

APLICAGAO MOVEL RAYMARINE COM O YACHTSENSE LINK

« Acesso e controlo remotos de dispositivos YachtSense conectados

- Monitorize a sua embarcagado remotamente com GeoFence e o
YachtSense Link

- Visualize dados de navegacdo e instrumentos em tempo real

[cagige]] # Download on the
P Google Play @& App Store
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ECOSSISTEMA YACHTSENSE

Raymarine
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NIVEL 2: CONECTIVIDADE FORA DE BORDO

YACHTSENSE LINK

O YachtSense Link € um router multifuncdes mdvel maritimo
equipado com portas Raynet Ethernet, conectividade de

banda larga moével e Wi-Fi a bordo. O YachtSense Link permite
que tripulantes e familiares conectem displays Axiom®,
smartphones, tablets e PCs a uma rede unificada a bordo. O
YachtSense Link alterna automaticamente entre o Wi-Fi da
marina e as redes mdveis para garantir que estd sempre ligado.
Combine o YachtSense Link com a aplicagdo mdvel Raymarine
para acesso remoto a sua rede Raymarine e desfrute da
seguranca adicional de monitorizagdo remota da embarcacdo
GeoFence. O YachtSense Link também apresenta canais de
comutacao/monitorizacdo digital de baixa tensdo para controlar
e monitorizar dispositivos elétricos integrados, como bombas,
baterias, iluminacdo e muito mais.

« Ligacdo de banda larga mdvel a redes de 4G (LTE) (cartdo SIM e
plano de dados necessarios)

« Suporta Dual SIM para uma conectividade continua a redes moéveis
internacionais

« 4 portas Raynet Ethernet para conexao a dispositivos Raymarine

« GPS integrado com uma antena 4 em 1(GPS/GNSS, 3G, 4G e Wi-Fi)

« O modo de baixo consumo de energia suporta a monitorizagao
remota de GeoFence (subscricdo necessaria)

« Porta SeaTalkNG/NMEA2000

« 4 x canais de comutacdo digital de entrada e saida de baixa tenséo

- Instalagdo automatica facil, utilizando um navegador da web ou o
display Axiom

« A caixa IPX6 robusta é resistente a impactos e vibra¢des

NIiVEL 3: DOMOTICA INTELIGENTE NA AGUA

YACHTSENSE

O YachtSense € o sistema de controlo digital personalizado

da Raymarine que controla e monitoriza todos os sistemas
elétricos e eletronicos de uma embarcacdo. Quando integrado
com a Aplicagcdo Mdével Raymarine e o YachtSense Link, o
sistema de Controlo digital YachtSense permite o0 acesso e o
controlo remotos a partir de qualquer lugar onde exista acesso
a internet. Opere equipamentos a bordo, monitorize sistemas
da embarcacdo e responda a notificacdes diretamente na
Aplicagao Mdével Raymarine no seu telemadvel ou tablet.
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ECOSSISTEMA YACHTSENSE
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NIVEL 1: COMANDO E CONTROLO NIVEL 1: COPIAS DE SEGURANGA PROTEGIDAS
Ligue e controle o Axiom a partir do seu telefone ou tablet Pode transferir pontos de navegacdo criticos, rotas e trajetos
de qualquer lugar a bordo. para o seu dispositivo movel.

NIVEL 2: MONITORIZACAO REMOTA NIVEL 2: MANTENHA-SE INFORMADO
O Raymarine GeoFence fornece alertas e notifica¢des se a Ligue e visualize dados de navegacdo e instrumentos em
sua embarcagdo se mover para dentro ou para fora de uma tempo real a bordo ou remotamente.

zona de segurancga.
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ECOSSISTEMA YACHTSENSE

& Bilge pump

Bilge level

= Cabin lights
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" Cabin lights

NIVEL 2: MONITORIZAQAO REMOTA NIVEL 2: SEMPRE LIGADO

Monitorize os sensores de dgua do pordo, tensdo da bateria, Conecte equipamentos, tablets, televisores inteligentes e
sistemas de alimentagao a portos e marinas, alarmes de outros dispositivos sem fios a rede Wi-Fi integrada unificada
fumo e muito mais. O controlo é possibilitado com a adicao com banda larga movel 4G.

de um relé de comutacao.

NIVEL 3: COMANDO TOTAL DOS SISTEMAS ELETRICOS DAS EMBARCAGOES

‘ ARTIGO N.° | DESCRIGAO

YachtSense Link

YachtSense Link Router

E70640 ‘ YachtSense Link Marine Cloud Router w/ 4X GB RayNet, Wi-Fl, 3G/4G, GNSS, Premium External Antenna w/ 5M cable and Input/Out Cable Set

YachtSense Link Accessories

A80701 Premium External Multi-Antenna 5m cable

A80718 External Antenna Extension Collar Kit
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YACHTSENSE
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Sistema de Controlo Digital YachtSense

O YachtSense™ é o futuro da automagao de embarcacdes. O YachtSense € um sistema de controlo digital avancado que dd ao
comandante o controlo total e a consciéncia completa dos sistemas elétricos da embarcacdo. O YachtSense oferece o sistema de
automacdo maritima mais escaldvel, configurdvel e a prova de falhas disponivel. O sistema oferece controlo intuitivo de todos os
dispositivos, desde a iluminacdo, bombas e guarda-sdis até limpa-vidros, molinetes e plataformas de banho.
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ESCALAVEL PROJETADO A PENSAR NO INESPERADO

A arquitetura modular exclusiva do sistema oferece aos Trés camadas de redundancia ddo aos comandantes paz de
construtores de barcos a liberdade de projetar e padronizar espirito. Um teclado integrado permite a substituicdo manual
uma solucdo de controlo digital que pode ser dimensionada a enquanto o LCD fornece diagndsticos do sistema. Caixas IPX6
toda uma gama de modelos. robustas e com garantia de 3 anos.
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YACHTSENSE

AUTOMACAO MODERNA DE EMBARCACOES

As op¢des da interface de utilizador personalizadas
do Axiom YachtSense™ capacitam os construtores
de barcos a criarem uma solugao de automacao de
embarcacdes moderna e elegante. O YachtSense
da aos comandantes o controlo total a partir

da estacao de governo ou a partir dos seus
dispositivos moveis.
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PLATAFORMA ESTORES DAS MQL\NETE DA BATERIAS AR- TANQUENS E MONITORIZACAO RELES DEPOSITOS DE

DE BANHOS JANELAS ANCORA CONDICIONADO PRESSAO DO DISPOSITIVO COMBUSTIVEL
‘ ARTIGO N.° | DESCRIGCAO

YachtSense

YachtSense DIGITAL CONTROL SYSTEM

E70592 YachtSense Master Unit (12v or 24v) with 2 x J1939, 2 x RS485, Ethernet & STNG inputs

E70593 YachtSense Remote Unit (12v or 24v) with up to 8 x Signal Inputs or 8 x Signal (50mA) Outputs

E70594 YachtSense Low Power Output Module with 4 x 10 Amp Outputs

E70595 YachtSense High Power Output Module with 2 x 20 Amp Outputs

E70596 YachtSense Reverse Power Output Module with 1 x Bi-Directional 20 Amp Output

E70597 YachtSense Signal Module with up to 4 x Inputs or 4 x 50mA Outputs

YachtSense DIGITAL SWITCHING ACCESSORIES

A80622 50 off 144 6 AWG MX150 Crimp Terminal

A80623 50 off 18-22 AWG MX150 Crimp Terminal

A80624 Molex Blanking Pins (Pack of 50)
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ACESSORIOS

‘ ARTIGO N.° | DESCRIGAO

STNG Cables and Components

STNG Cables and Components

E70010 iTC-5 Instrument Transducer Converter

E70361 Micro-Talk Puck - Micronet to SeatalkNG Gateway

T70134 STNG Starter Kit (1xA06064, 2xA06031, 1xA06040, 1xA06049)

A25062 STNG Backbone Kit (2 x A08031, 1 x A0B037, 2 x A06036, 4 x A06028, 1 x A06049)
E22158 ST1 to STNG Adaptor Kit (1xR52131, 2xA06031, 2xA06032, 1xA22164, 1xA06049, 1xA06039)
E70196 VHF NMEA0183 TO STNG Converter Kit (1xR52131, 2xA06031, 2xA06032, 1xA06071, 1xA06049, 1xA06039)
T12217 Cable Kit/NMEA2000 Gateway (1X A06039, 1X A06045, 1X A06064, 1X A06049, 2X A06031)
R52131 ST1 to STNG Convertor only

A06049 STNG Straight Power to bare wires cable (2m)

A06070 STNG Right Angle Power to bare wires cable (2m)

A06028 STNG T-Piece Connector

A06064 STNG 5 Way Connector

A06030 STNG Backbone Extender

A06031 STNG Backbone Terminator

A06074 STNG In-Line Terminator

A06032 STNG Blanking Plug

A80614 STNG Auxillary Alarm with 1m Spur Cable

A06033 Backbone Cable 400mm

A06034 Backbone Cable 1m

A06035 Backbone Cable 3m

A06036 Backbone Cable 5m

A06068 Backbone Cable 9m

A06037 Backbone Cable 20m

A06038 Spur Cable 400mm

A06039 Spur Cable 1m

A06040 Spur Cable 3m

A06041 Spur Cable 5m

A06072 Spur Cable 6m

A06042 STNG Elbow to Elbow Spur Cable (400mm)

A06080 STNG Elbow to Straight DeviceNet (Female) Cable (1m)

A06081 STNG Elbow to Straight Spur Cable (1m)

A06077 STNG Right Angle Adaptor

A06082 DeviceNet (Female) to STNG (Socket / Male) Straight Adaptor

A06083 STNG (Female) to DeviceNet (Socket / Male) Straight Adaptor

A06084 DeviceNet (Female) to STNG (Socket / Male) Right Angle Adaptor

A06079 DeviceNet (Female) to STNG Spur (Female) Adaptor Cable (120mm)

90



Raymarine

ACESSORIOS

ARTIGO N.° | DESCRIGAO

A06045 DeviceNet (Female) to STNG Spur (Female) Adaptor Cable (400mm)
A06075 DeviceNet (Female) to STNG Spur (Female) Adaptor Cable (1m)
A06078 DeviceNet (Male) to STNG Spur (Female) Adaptor Cable (120mm)
A06076 DeviceNet (Male) to STNG Spur (Female) Adaptor Cable (1m)

A06046 DeviceNet (Male) to STNG Spur (Female) Adaptor Cable (1.5m)
A80674 STNG Backbone (Female) to DeviceNet (Socket / Male) 400mm adaptor cable
A80675 STNG Backbone (Female) to DeviceNet (Female) 400mm adaptor cable
A06047 ST1 (3 Pin) to STNG Spur (Female) Adaptor Cable (400mm)

A06073 ST1 (3 Pin) to STNG Spur (Female) Adaptor Cable (1m)

A06048 ST2 (5 Pin) to STNG Spur (Female) Adaptor Cable (400mm)

A06043 STNG Spur (Female) to Stripped End Cable (1m)

A06044 STNG Spur (Female) to Stripped End Cable (3m)

R12112 1m STNG to SPX Moulded Cable

ACCESSORIES

A80123 Deck Seal - connectors up to @16mm (cables from 2 - 8mm)

A80124 Deck Seal - connectors up to @21mm (cables from 4 - 9mm)

A80127 Deck Seal - multiple cables up to @18mm

A80130 Junction Box - 10 fast fit terminals
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ACESSORIOS

‘ ARTIGO N.° | DESCRIGAO

Network Cables and Components
Network Cables and Components

A80007 HS-5 Network Switch (Raynet)

A80731 RNS5 Gigabit Raynet Network Switch

E55060 SeaTalkHS Crossover Coupler

4115028 Weather proof Ethernet coupler

A80247 RayNet to RJ45 (F) Adaptor - 100mm

AB2360 RayNet (F) to RJ45 (M) cable - 1m

A80151 RayNet (F) to RJ45 (M) cable - 3m

A80159 RayNet (F) to RJ45 (M) cable - 10m

308-0251-30-00 | RayNet (F) to RJ45 (M) cable - 30m

308-0252-30-00 | RayNet Right Angle (F) to RJ45 (M) cable - 30m

A80161 Raynet (F) to Raynet (F) cable - 400mm

AB2361 Raynet (F) to Raynet (F) cable - 2m

A80005 Raynet (F) to Raynet (F) cable - 5m

A62362 Raynet (F) to Raynet (F) cable - 10m

A80512 Raynet Right Angle (F) to Raynet Straight (F) cable - 10m
A80006 Raynet (F) to Raynet (F) cable - 20m

A80162 RayNet (M) to RayNet (M) cable - 100mm

A80262 RayNet (Male) Right Angle Adaptor

A80160 RayNet (F) to SeaTalkHS (F) adaptor - 400mm

A80276 RayNet (F) to STHS (M) Cable - 3m

A80272 RayNet Male to STHS Male water tight for DSM or legacy MFD connection to open RayNet Female cable
E55049 SeaTalkHS Network Cable 1.5m

E55050 SeaTalkHS Network Cable 5m

E55051 SeaTalkHS Network Cable 10m

A62135 SeaTalkHS Network Cable 15m

E55052 SeaTalkHS Network Cable 20m

AB2245 SeaTalkHS Dual End Weatherproof Network Cable 1.5m
AG2246 SeaTalkHS Dual End Weatherproof Network Cable 15m
E06054 SeaTalkHS Patch Cable 1.5m

E06055 SeaTalkHS Patch Cable 5m

E06056 SeaTalkHS Patch Cable 10m

A62136 SeaTalkHS Patch Cable 15m

E06057 SeaTalkHS Patch Cable 20m

R70014 RayNet Cable Puller - 5 pk
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ST1 CABLES AND COMPONENTS

D244 3 Way SeaTalk1 Junction Block
D230 SeaTalk Extension Cable 400mm
D284 SeaTalk Extension Cable 1m
D285 SeaTalk Extension Cable 3m
D286 SeaTalk Extension Cable 5m
D287 SeaTalk Extension Cable 9m
E25051 SeaTalk Extension Cable 12m
D288 SeaTalk Extension Cable 20m
E55054 SeaTalk Alarm Out Cable 1.5m

ENGINE CONTROL INTERFACE & ACCESSORIES

E70227 ECI-100 Universal Engine and Control Interface

E70240 Volvo Engine EVC Link Cable (1M)

E70241 Volvo Engine Y-Loom cable

E70242 Yamaha Command-Link Cable 1M

E70305 Caterpillar Engine 12 Pin Link Cable (400mm)

E70260 NMEA 2000 Devicenet male to Devicenet female cable (2m)

93




Raymarine

NOTAS

94




Raymarine

NOTAS

95




Raymarine

GARANTIA

YEARS

A Garantia Limitada Global da Raymarine entra em vigor para produtos qualificados adquiridos em
ou apos o 1.° de julho de 2017. A Raymarine UK Ltd. e as suas afiliadas ("RAYMARINE") garantem os
produtos RAYMARINE adquiridos diretamente da RAYMARINE, de um concessionario RAYMARINE
aprovado (visite raymarine.eu/DealerLocator para encontrar e entrar em contacto com o seu
concessiondrio aprovado local RAYMARINE), ou instalado numa nova embarcagao por um construtor
de barcos autorizado, conhecido como Fabricante de Equipamento Original (OEM) (os “Produtos”),

livre de defeitos de material e mao de obra;

(i) Produtos Dragonfly por um (1) ano (“Periodo de Garantia Limitada Dragonfly”); e

(ii) Produtos padrdo por dois (2) anos (“Periodo de garantia limitada padrdo”); a partir de

(a) a data em que os Produtos foram adquiridos pela primeira vez; ou (b) no caso de Produtos
instalados numa nova embarcacdo por um OEM autorizado, a data em que a embarcacdo foi entregue

pela primeira vez (a “Data de Compra”) ao primeiro cliente retalhista (o “Cliente Original”).

Todas as politicas, procedimentos e pontos de contacto anteriores da garantia RAYMARINE foram
substituidos por esta Garantia Limitada Global RAYMARINE.

Exceto para produtos Dragonfly, produto de substituicdo em garantia, produto recondicionado e
produtos usados para fins comerciais, militares, policiais ou relacionados, ao registar o seu novo
produto na RAYMARINE, pode atualizar a garantia limitada padrdo de 2 anos para uma Garantia

limitada estendida de 3 anos sem custos adicionais.
Em alguns paises e para a maioria dos Produtos, a RAYMARINE também oferece um servico de
Substituicdo de Garantia e Garantia A Bordo. Estes servicos, quando disponiveis, sdo projetados para

ajudar a minimizar o tempo de inatividade de Produtos que podem exigir reparagcdo com garantia.

A documentacdo de Comprovativo de Compra € importante. Guarde-a num local seguro. O seu

comprovativo de compra seré necessario se precisar de um servico com garantia.
Os produtos RAYMARINE ndo sdo um substituto para se ter e exercer um julgamento independente
e as qualificacBes e capacidades necessdrias para operar qualquer embarcagdo com seguranga e

eficacia ou se envolver em qualquer atividade maritima.

*Register within 90 days to upgrade your warranty to 3 years for free.
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ENCONTRAR UM AGENTE

Para encontrar o agente Raymarine mais préximo, leia o cédigo QR abaixo ou introduza o seguinte
URL no seu navegador de Internet
https://www.raymarine.com/buy/find-a-dealer.html




LEIA O CODIGO QR ACIMA PARA VISUALIZAR A LISTA DE
LOCALIZAGOES DE ESCRITORIOS DA RAYMARINE

Restricdes a Exportacao

A informacdo contida nesta brochura respeita a utilizagdo de produtos controlados para exportagdo pela

Administracdo de Regulacdo de Exportacdes (EAR). Desvio contrdrio a legislagdo dos EUA é proibida. Ndo

& necessdria autorizagdo pelo Departamento de Comércio dos EUA antes da exportagdo ou transferéncia
para estrangeiros ou entidades salvo proibicdo em contrario.

Fotografia:
Dufour; Jason Arnold; Adrian Gray; Ice Yachts; Joe McCarthy;
Sundeck; Matt Dickins
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